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Summary

This report describes the development of adaptive importance sampling tech-
niques for estimating false alarm probabilities of detectors that use space-time
adaptive processing (STAP) algorithms. The first paper to appear on this topic
is [9]; it lays the groundwork for developing powerful estimation algorithms,
based on the work in fast simulation carried out by the author of [5]. The re-
port also presents some new detection algorithms that are intended to be robust
under various conditions.

Fast simulation using importance sampling methods have been notably suc-
cessful in the study of conventional constant false alarm rate radar detectors,
and in several other applications. The principal objectives here are to examine
the viability of using importance sampling methods for STAP detection, develop
these methods into powerful analysis and design algorithms, and use them for
synthesizing novel detection structures.

Several STAP detectors have been investigated from the standpoint of ap-
plying importance sampling to characterize their performances. Various bias-
ing techniques have also been devised and implemented, resulting in significant
speed-ups in performance evaluation compared to conventional Monte Carlo
methods. The important problem of detector threshold determination has been
addressed and solved by fast simulation.

Robust variants such as the envelope-law and geometric-mean detectors for
STAP processing have been suggested, their CFAR property established, and
performance thoroughly evaluated using IS techniques. It has been shown that
their detection performances are decidedly better than those of their conven-
tional square-law counterparts when training data are contaminated by interfer-
ers, while maintaining almost equal detection performances under homogeneous
conditions. The work reported here paves the way to development of more
advanced estimation techniques that can facilitate design of powerful and ro-
bust detection algorithms designed to counter hostile and heterogenous clutter
environments.

During the pendency of the contract, which started in late 2004, the PI and
his associates have presented their results at various conferences, in the UK,
USA, Europe, and China. One journal paper! is due to appear in the IEEE

LA pre-print manuscript copy is attached at the end of this report. Conference presentations
have not been included here.

ii



Transactions on AES in January 2007 and two more journal manuscripts are
to be shortly submitted for review. Owing to unavoidable circumstances the
contract has had to be terminated prematurely. Given the satisfactory results
obtained in this short time frame, it is hoped that more work will be carried
out along the same lines in the present research area.
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Chapter 1

Importance sampling for
STAP detection analysis
and design - the AMF

1.1 Introduction

Estimation of false alarm probabilities of detection algorithms that employ
space-time processing is examined here using forced Monte Carlo or importance
sampling simulation (IS). Space-time adaptive processing (STAP) algorithms
are of much importance for radar detection. They are notoriously intensive
from a computational point of view, with the more advanced (and robust) ones
being also analytically difficult to quantize, [3]. Therefore it is appropriate to
attempt to develop fast simulation methods that could be used in their analysis
and design.

In this chapter we use lessons learnt from developing IS techniques for char-
acterizing conventional constant false alarm rate (CFAR) detectors, [5], and
describe an experiment in applying them to STAP detection. The starting (and
ending) point of this unpretentious effort is the celebrated adaptive matched
filter (AMF) derived in [1] and which represents the arrayed version of the
workhorse cell averaging CFAR, detector for conventional radar signal process-
ing algorithms. The false alarm probability (FAP) performance of the AMF
detector is known in integral form and can be numerically computed to any
desired accuracy. Thus it forms a suitable basis for validating our simulation
experiments. Two specific IS methods (described in the sequel) are presented
and the better (and also easier) one is implemented. On a general note, IS is
the chief simulation methodology for rare event estimation. It is an enduring
method that has distinguished itself in several areas of science and engineering.
Briefly, IS works by biasing original probability distributions in ways that ac-
celerate the occurrences of rare events, conducting simulations with these new



distributions, and then compensating the obtained results for the changes made.
The principal consequence of this procedure is that unbiased probability esti-
mates with low variances are obtained quickly. The main task in IS therefore
is determination of good simulation distributions for an application, either as a
one-shot feat or adaptively. Simulations performed using such distributions can
provide enormous speed-ups if they are chosen with due care and mathematical
precision. Indeed, if applied successfully, simulation lengths needed to estimate
very low probabilities become (only) weakly dependent on the actual proba-
bilities. It is thus possible to evaluate any probability in reasonable amounts
of simulation time. There have been more recent attempts in the literature,
for example [13], [14], to apply IS for FAP estimation of conventional CFAR
detectors with varying degrees of success.

During the conduct of simulations reported herein, some issues concerning
the adaptive IS algorithms used arise, and these are discussed briefly. More in-
vestigation is required into them. However, the positive outcome of the methods
used is that excellent match with numerical results is obtained. The succeeding
sections provide a short statement of the AMF algorithm, how IS biasing can
be performed to hasten false alarm events, description of the so called g-method
which is a conditional IS technique developed originally for studying sums of
random variables ([6]), the fast algorithms used, how inverse IS can be used
to estimate (and therefore design) detector thresholds, simulation results, and
a concluding discussion. The work carried out in this chapter has appeared in

[9]-

1.2 The AMF detector

In a radar system consisting of a linear array of Ng antenna elements, a burst of
N; pulses is transmitted and each element receives as many return samples in
any one range gate. The NN, = N samples are complex (because of I and @
channel processing) and are referred to as the primary data. They may contain
a target and represent the range gate to be tested. The samples are arranged
in an N x 1 column vector and denoted as x. The target return is modelled as
consisting of a known direction vector s with an unknown complex amplitude in
addition to clutter, interference, and noise. There are L other N-length complex
vectors, called the training data, obtained from as many nearby range gates and
assumed to be free of target signal. These are denoted as x(I), [ = 1,..., L.
It is assumed from now on that the training data is free of other targets or
contamination'. The primary and secondary data vectors are assumed to be
jointly independent and complex Gaussian, sharing the N x N covariance matrix
R = E{XX'}, where the superscript  denotes complex conjugate transpose.

n the second chapter, detection performance is carried out for training data contaminated
by interfering targets.



Under these assumptions the AMF detection test, as obtained in [1], is given by

TR-1x|2 H;
|SRAiX‘ 2 n (1.1)
sTR-1s H,

where ) .
R=_ T
R=— lel x(1)x(1)

is the estimated covariance matrix of x based on the training data (also referred
to as sample matrix), and 7 is a threshold used to set the FAP at some desired
level. This test has the CFAR property. The FAP « of the test is known to be
given by

dx (1.2)

L Pl NAL(] — )N -2
o= /
0

(L-N+DI(N-2)1 /), (1+na/L)E-N+

which can be used to numerically determine the threshold setting for a desired
FAP. As shown in [1], the test in (1.1) can be rewritten as

|s‘Lﬁ*1x\2 I% nstR™'s
= nsTﬁ_lf{f{_ls
= asRIIY xOx(R s
- 1 S SRR s

_ N SR 2
= LZZ:1|SR x(1)] (1.3)

This is in the form of a vector (or, array) version of the usual CA-CFAR test.
The LHS is a square law detector, being the output of a matched filter (matched
to the direction s in which the array is steered) for incoherent detection using
the so-called sample matrix inversion (SMI) beamformer weights R !s. The
RHS represents a cell averaging term. Further details on these issues can be
found in the references mentioned above.

1.3 False alarm probability estimation using IS

Two methods to quickly estimate FAPs are two-dimensional (2-d) biasing and
the conditional g-method procedure, described in this section.

1.3.1 2-d biasing

To estimate FAP using IS, we make the following observations. Suppose each
complex sample of a training vector is scaled by a real number 6'/2. This has
the effect of scaling the covariance matrix estimate R by 0. Therefore, as far
as the covariance estimate is concerned, both sides of the test in (1.3) remain



unaffected by the scaling. However, each training vector being scaled by 6'/2
results in a scaling of the RHS by 6. Hence choosing 6 less than unity will have
the effect of compressing the density function of the random threshold of the
test. Further, a scaling of each complex component of the primary vector by
a real a'/? will achieve a scaling of the LHS of the test by a. Thus, choosing
a larger and 6 smaller than unity will achieve an increase in the frequency
of occurrence of a false alarm event during simulation. The IS optimization
problem will be a two-parameter one.
The (unbiased) IS estimator, using (1.1), can be expressed as

a = %Zf 1(s'R'X]? > psRYS)W(X, Xp5a,60); ~ fo (1.4)
where the notation ~ f, means that all random variables are drawn from biased
distributions, and Xy = (X(1),...,X(L))? with K denoting length of the IS
simulation. In setting up their joint densities, we use the fact that the FAP
of the AMF has the CFAR property and is independent of the true covariance
matrix R. This is true under the assumption of Gaussian distributions for the
data. In such a case, the simulation of the AMF test can be carried out for data
possessing a diagonal covariance matrix I, denoting the N x N identity matrix.
Therefore, primary and training data can be generated as complex vectors with
independent components. The unbiased joint densities are

e x'x e X1 %))
fx) = N and f(x) = ——x——

s

so that
e X x=X 1 x()x(D)
fx,xp) = T (LA)N

With scaling performed as described above, the biased joint density takes the
form
emaxXx—5 L1 x()x()

fe(x,x1) = 1T(L+1)N GNLN

resulting in the weighting function
f(xv XL)

f*(X, XL)
CaNorN eA/aeB/0 (1.5)

>

W(Xa XL; a, 9)

where .
=t = f = ¢~ (A+B)
A=xTx, szl x(1)'x(l), and C =e

The variance of the IS estimator & can be expressed as

~ 1 2
var @ = E[I(l/)—a ] (1.6)



where v is the vector biasing parameter (a,8)T € [1,00) x (0,1]. Denoting by
A the false alarm event in (1.4), the quantity I is given by

I(v) = Ef1(AW*X,XL;v)}
= E{A)W(X,X;v)} (1.7)

where the expectation FE, proceeds over biased distributions. Minimization
of var & with respect to the biasing parameters is equivalent to minimization
of I and is described in the Appendix. Although not implemented here, this
description has been included since it is foreseen that such a method could be
useful in situations wherein the g-method might be difficult to apply.

1.3.2 The g-method estimator

This method exploits knowledge of underlying distributions more effectively,
yielding a more powerful estimator. Additional advantages are that only a
scalar parameter optimization problem needs to be tackled and the inverse IS
problem (for threshold optimization or selection) can be easily solved. The FAP
can be written as

P(Is"TR™'X|? > nstR~1s|Hy)
E{P(s'R'X|? > ns'R1s|X, Ho)}
E{g(Xr)} (1.8)

Note that the conditioning in the second step above is equivalent to the condition
that a covariance matrix estimate is given. We proceed to estimate « using the
form in the third step above.

With the condition in mind it is easy to show, assuming that X is rotationally
invariant and Gaussian, that the random variable sTR™'X £ w'X is distributed
as CN1(0,w'Rw) with independent real and 1mag1nary components, and the
weight vector w = R™1s. The random variable Y £ |STR 1X]? therefore is
exponential and has density function

«

>l

X I e—y/wTRw
- >
fylXr, Ho) wRw y=>0
Therefore
g(X.) = P >ns'R's|X, Hy)

e M sfR™'s/wiRw

Note that if R = R, then 9(X) = e~ " and this is the FAP of the AMF when
the covariance matrix is known. As discussed before, we are simulating with
homogeneous data possessing an identity covariance matrix, that is, with R = 1.
The g-method IS estimator then takes the form

g = KZ X[na)



— . _77D . ~
2, ¢ WKL) ~ (19)
where
D _ STﬁ71S
|wl?
_ sHs (1.10)
st(R-1) '

Choosing the (single) biasing parameter 6§ < 1 thus produces a decrease in D,
thereby causing a higher frequency of occurrence of the false alarm event or,
more appropriately in this case, a larger value of the g-function. Note that use
of the g-method obviates the need to bias primary data vectors. Determination
of a good value of 6 proceeds as before. The weighting function is simply

W(xp;0) = N e~ (1-1/0)B (1.11)

which can be deduced from (1.5) by setting a = 1. The scaling 6 is optimized
by

{ o(0m)
1 (0m)

Ot = O — 69 (1.12)

which is just a one-dimensional version of (1.16). Estimates of the I-function
and its derivatives are given by

I,0) = K Z W2(Xp;0);  ~ fi
o) = K Z W(XpL;0)Wo(XL;0);  ~ fa
e = = Z W(Xp;0)Woo(Xr;0);  ~ fa

See appendix 1.5 for definition of the above quantities.

Simulation gain

A useful measure of the effectiveness of any IS procedure is the simulation
gain I'. It is the ratio of simulation lengths required by conventional MC and
IS estimators to achieve the same error variance. Setting the variance in (1.6)
equal to («—a?)/k (being the MC variance) where k denotes the length required
by the MC estimator, yields the gain

04—042

IEOErS

While the simulation gain is useful in learning how much faster than MC an IS
technique is in terms of simulation length, it also serves the purpose of comparing



different IS estimators. In actual simulations, an estimate of I' is made by using
the estimates for o and I. The g-method estimator has simulation gain given
by

a—a?

15(6) — o2

where I, = E,{¢*(X1)W?(X;60)}, and it can be estimated during simula-
tion. It always has a smaller variance and consequently larger gain than the
IS estimator discussed in the previous section. Indeed, without IS (W = 1),
I, = B{¢*(X1)} < E{g(XL)} = a. That I, < I with IS was proved in [5] for
conventional CFAR detectors. The proof in the case of the detectors considered
here is similar, and will be omitted.

Iy=

1.3.3 Inverse IS and threshold determination

The inverse problem, namely that of finding by fast simulation the value of
detector threshold 7 satisfying a prescribed FAP, is readily solved using the g-
method estimator. This is done by minimizing the stochastic objective function

J(n) = [ag(n) — 040]2

where «, is a desired FAP. An example is shown in Figure 1.1. It is clear that
all detection algorithms that involve a threshold crossing will possess objective
functions that have the general behaviour shown, assuming of course that the
FAP estimate is a decreasing function of its argument n,. Minimization of J
with respect to 7 is carried out by the algorithm

Mt = 1o - 6, S =o)Ly (1.13)

O‘/g(nm)

where §, is a step-size parameter and the derivative estimator in the denomi-
nator is given by

—

1 K
Oz_f](nm) - K Zl De nDW(XL§9)§ ~ [ (1.14)

with the prime indicating derivative with respect to 7. Note in passing that
this derivative estimator actually estimates (negative of) the probability density
function of the AMF statistic on the left hand side of (1.1) under Hy.

1.4 Nwumerical results

The FAP « obtained by direct numerical integration of (1.2) is shown in Fig-
ure 1.2 and is used for comparing IS results, which are displayed in the remaining
figures. The AMF detector consists of L = 704 trainng vectors each of length
N = 352. Shown in Figure 1.3 is one instance of adaptive IS estimation of FAP
for a (known) threshold of n = 56.50432. Figures 1.4 and 1.5 depict results from
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Figure 1.2: Numerically computed FAP of the AMF detector.
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Figure 1.4: Threshold optimization for AMF detector using inverse IS.



N=56.50432

FAP estimates, —Iogloa
N

W

O Il Il Il Il
0 20 40 60 80 100

recursions

Figure 1.5: FAP estimates resulting from threshold optimization algorithms.

implementing the inverse IS algorithms. These are estimated threshold settings
and associated FAPs respectively. It is evident that match with the results in
Figure 1.2 is excellent and this has been numerically confirmed.

Optimum biasing parameters are shown in Figure 1.6 and simulation gains
obtained in Figure 1.7. Shown in Figure 1.8 is the gain as function of FAP. The
number of trials K needed to provide an accuracy of £10% with 95% confidence
is shown in Figure 1.9.

1.4.1 Discussion

The IS simulation results obtained here appear deceptively smooth and certainly
beg an obvious question. Indeed, an artifice has been employed here to generate
them. It was used by the first author in previous work on capacity estimation of
MIMO channels and elsewhere, and found to be extremely useful. In conducting
rare-event simulations of systems that involve signal processing operations that
are mathematically complex, there are two principal issues that contribute to
simulation time. These have to be dealt with effectively. The first issue concerns
the rare event itself whose probability is being sought, and this can of course
be handled by suitable IS techniques. The second concerns the computational
intensity that accompanies the signal processing. The two are not unrelated.
In the case of STAP detectors, the chief processing burden is from inversion
of the sample matrix. It is a daunting task to conduct conventional Monte

10
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Carlo simulations that involve several millions of trials to estimate low FAPs,
with as many matrix inversions. Assuming that a good IS scheme can reduce
the number of trials to, say, only a few thousands would still be computationally
demanding (a case in point being the three thousand 352 x 352 matrices that
were inverted here). This is the point at which IS departs from conventional
Monte Carlo in a subtle but important manner. It is almost totally useless to
run the same random variables through a system in a straight MC simulation.
With IS however, much can be learnt by repeatedly using the (same) random
variables. In fact, this is one of the powerful features that adaptive IS (and
inverse IS) can embed into complex system simulation.

But how does an IS scheme become effective in the first place? Assume
that we have a biasing scheme that promises to be effective once the param-
eters of the biasing distributions have been optimized. For large systems (in
the sense of number of random inputs involved), running truly randomized IS
algorithms adaptively could become demanding as pointed out above. If sys-
tem performance can be characterized in terms of certain random ‘metrics’ (we
use the word with a slight abuse of terminology), then these metrics can be
pre-computed for a given set of input variables, and used repeatedly (which, in
complex systems such as STAP detectors eases the computational burden) in
adaptive biasing optimization algorithms. These latter algorithms themselves
usually require no more than 100 iterations and can be extremely fast. Resulting
IS simulation gains can be simultaneously estimated and these tell us whether
we need more or less pre-generated variables to achieve certain accuracies. Ad-
justing this latter number, biasing and system parameter optimization (inverse
IS) algorithms can be run, once. Thus there is an initial stage of at most a few
steps during which gains are estimated based on pre-computed metrics and the
number of these metrics is adjusted.

All this is not as complicated as it appears. Turning attention to (1.9),
(1.11), and (1.14), the only two random quantities (or metrics) that are needed
to estimate the FAP and associated detection threshold are B and D. This is for
the g-method. For 2-d biasing the only additional quantity required is the norm
A of the primary vector, defined just after (1.5) and this adds almost nothing
to the computation. It turned out that generating K = 3000 random instances
of B and D was certainly an overkill. If one looks at Figure 1.7, the gain
provided by IS for estimating o = 107% is about 10°. From usual asymptotic
normality arguments, [5], it follows that about 100 optimally biased trials are
sufficient to guarantee an absolute estimation accuracy not exceeding 10% with
95% confidence. For 2-d biasing, the simulation gain will be somewhat lower
but the essential advantages of the method above remain. That is, handling
a few hundred inversions (once) is not at all a tall order. This method can
produce such an avalanche of results that it is tempting to think of it (with a
slight stretch of imagination) as a ‘turbo-IS’. The above ideas certainly need
quantification but it is beyond the remit of this short report to delve deeper.

An interesting observation comes from Figure 1.6, which shows that the
biasing parameter is very close to unity and has a small spread despite the
range of FAPs considered. The implication is that the (one-sided) density of
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the metric D has small variance, presumably owing to the choice of L and
N. Smaller values of these constants would probably lead to larger spread of
biasing parameter. In the actual adaptations, a small value of the step-size
parameter was used to ensure gradual but safe convergence. This explains their
apparently slow nature as seen in the figures. While configuring results for a
suite of system parameters, only the first adaptation need be somewhat long;
subsequent adaptations can be much shorter as they pick up starting or initial
values from the previous one.

1.5 Conclusions

We have made a small inroad into the use of adaptive IS algorithms to char-
acterize a STAP detector. The AMF was used as example and results have
been very good. The chief reasons for this are that we were able to invoke the
g-method and inverse IS, find a suitable biasing strategy that could be easily
optimized adaptively, and find a way around the difficult task of inverting large
matrices several times (as described above). The hope is that applications to
other STAP configurations, such as normalized AMF and those that handle non-
homogenous clutter, will also meet with success. But this remains to be seen as
we are certainly not in position to predict what subtleties these other detection
algorithms can throw up. It is clear that IS is still in its infancy, especially
insofar as use for characterizing modern detection algorithms is concerned. The
simulation experiments conducted here have raised questions that need to be
answered subsequently.

Appendix

Adaptive algorithms for 2-d biasing The I-function is estimated as
-~ 1 K
Iv)= 2> AW X Xpv); ~f (1.15)

and its minimization can be carried out using the 2-dimensional adaptive algo-
rithm

Vg1 = U — 63,1V 1 (v,) (1.16)

Here, § is a step-size parameter used to control convergence, and m is the index
of recursion. This is a stochastic Newton recursion. It achieves minimization of
I by estimating a solution of

Viw)=(I, Ip)'=0

where 1, £ 9I(v)/da and Iy = 0I(v)/00. The estimate of the Jacobian J
(which is the Hessian matrix of I) is given by

5= (faa lao
Too  Ipg
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where I, = 0I,/0y. It is straightforward to show that the various I-functions
defined above can be obtained by the notational equations

I, = E*{1<A)WW$}
I.., = E{1(AWW,.}
Loy = E*{l(-A)WWry}

with various derivatives of the weighting function calculated as

w, = 20
- (A
- (-2
= (v - S
= (v -F)en -0+ 5]
W = 2
- (P0G

and they can be estimated as in (1.15). The FAP estimator in (1.4) and the
adaptive biasing algorithm of (1.16) are implemented simultaneously.
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Chapter 2

Geometric-Mean and
Envelope-AMF STAP
Detectors

2.1 Introduction

In the previous chapter we considered the FAP and threshold estimation of AMF
detector by using IS and inverse IS respectively. Beside FAP, another perfor-
mance measure of a detector is the detection probability, Pp. The higher the
detection probability for certain SNR, the better the detector. For the AMF de-
tector, the expression for detection probability in homogeneous Gaussian back-
ground is known (see [1]). If the expression for Pp of a detector is unknown
then it is usually estimated by using standard MC simulation. Analytical ex-
pression for detection probability of AMF in the presence of interfering targets
is unknown. In this chapter, the performance of AMF for interfering targets
will be simulated to evaluate its performance.

As noted in the previous chapter, the AMF detector is similar to the cell-
averaging (CA) detector (see (1.3)). The CA detector take the sums of magni-
tude square of the training data. In the scalar case (only 1 antenna element),
it has been shown (see Chapter 6 in [5]) that CA detector is better than ge-
ometric mean (GM) detector in homogeneous background, but GM detector
performs well in the presence of interfering targets. It also has been shown in
[7] that mean-level CFAR processors including CA preceded by an envelope de-
tector have more robust performance in the presence of Gaussian clutter power
transitions and interfering targets as compared to the square law detector.

Following these facts, we propose the GM-STAP detector and envelope-AMF
detector (E-AMF), array processing versions of GM and envelope CA detectors
respectively. These STAP detectors should have small loss in homogeneous back-
ground case and will show more robustness compared to AMF in the presence
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of interfering targets.

In this chapter, we will give the expressions for GM-STAP and E-AMF de-
tector tests and also prove their CFAR property. In the performance evaluation
section, FAP and threshold estimation of these detectors by using IS will be
given, followed by estimation and comparison of the detection probability of the
proposed detectors with AMF in the homogeneous case and in the presence of
interfering targets.

2.2 The GM-STAP detector

It is well known that the scalar GM detector test can be formulated, in general,

as L

Hy L

>

v 7 (I, v)

where U is the output of the test cell (primary data), U;’s are the outputs of
the reference cells (training data), L is the number of reference cells, and ¢ is
some multiplier. Following the same formulation, we will introduce GM-STAP
detector that can be formulated as

TA71 Hy L "_/\71 1/L
[sTR™ x| 5 Ng | Iz:1 [sSTR™ x(1)| (2.1)
0

where sTR~'x and STf{_lx(l) are the outputs of the matched filter with RMB
beamformer weight R ls applied to test cell and reference cells respectively.
The threshold multiplier for this detector is 7y4. The definition of R, s, x, x(I)
and L are the same as in previous chapter.

The GM-STAP detector does geometric mean processing of the matched
filter ouputs of reference cells whereas the AMF detector computes an arithmetic
average.

2.2.1 Known covariance

In the ideal case when the covariance of the data is known, the estimate R is
replaced by R in the test of (2.1). Normalizing the test by vVstR~!s yields

Hy

. 1/L
v o2 ng<Hl_1vl>

Ho

where V' and {V;} are all independent. This is exactly the same situation as
for the GM-CFAR detector described in [5]. The FAPs of the GM-STAP and
GM-CFAR detectors are therefore the same in this case. Furthermore, when the
covariance is known, the GM-STAP detector has (almost trivially) the CFAR
property. In any case, such a situation is of no practical interest, for if the
covariance were known then one would just implement a coherent matched filter
with fixed threshold.
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Asymptotic threshold

It is of interest, however, to determine the threshold of the GM detector as the
number of training vectors L — oco. For convenience we consider the square-law
version of the test in (2.1). Denoting the random part of the (squared) threshold

by T\, we have

. R 1/L
(D) = (TI, SR
so that

1 L -
log Ty (L) = T lel log |sTR~'x(1)[?

—~—1 ~—1
Noting that R = 2> R~ as L — oo, then s R X(1) = sTR~!X(l) in the
absence of target. Therefore, by the law of large numbers

log T (L) — E{log |s/R™'X(1)|*} (in probability)

1

_ > —w/sTR’ls
= 7STR*15/0 (log z) exp dz

= —y+log(s"R7's)

because sTR™1X(l) ~ CN1(0,sR~!s) and where ~ is the Euler constant. It
follows (by Theorem 2.7 of [8]) that

T

am (L) — exp™” (s'R™!s) (in probability)

0.561459 (sTR~!s)

(1>

T (20)

The FAP of the GM-STAP detector in this known covariance matrix case is
given by

agy(L—o0) = P (|STR_1X|2 >, TGM(OO)|HO)

—_05 2
= exp 0.561459 17

Note that the constant 0.561459 is the same asymptotic normalized weight v,
obtained for the scalar GM-CFAR detector in Table 6.3 of [5]. Hence, the
threshold 773 required to provide a FAP of 1076 is 13.81551/0.561459 = 24.6064,
in the asymptotic case.

2.3 The envelope-AMF detector

The AMF test described by equation (1.3) in the previous chapter involves
the magnitude square of the matched filter ouputs of primary and training
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data. We may call this detector as Square Law - AMF (SL-AMF). By a slight
modification to this detector, taking the magnitude of the filter outputs instead
of the magnitude squared of the filter outputs, we have the test

D — h e L =
IsTR™!x| 5 fz IsTR™x(1)| (2.2)
0

1=1
where the symbols used here have the same meaning as in the previous section

and 7. denotes the threshold multiplier for the envelope detector. We call this
the envelope-law AMF (E-AMF) detector.

2.4 CFAR property

In this section an invariance property is established that is of use in constructing
STAP detection algorithms with FAPs that do not depend on the data covari-
ance R. Although proof of the proposition given here follows the same line of
argument essentially contained in the exposition of the generalized likelihood
ratio STAP detector test (Kelly’s GLRT) given in [2], it is outlined here for
convenience of the reader!. Assume, as before, that the primary and training
data vectors have the same covariance. Consider the variables

G=sR'x and G()= sfﬁflx(l) (2.3)
forl =1,..., L, that are involved in the AMF detection test of (1.3). Using the
transformations u = R~Y2s, y = R™/2x, and y(I) = R~'/?x(1), leads to

G=u'R'y and G(I)=u'R 'y() (2.4)

where R = R™/2RR /2. The whitened vectors Y and Y(I) are both dis-
tributed CA n(0,I). It turns out that R has the complex Wishart distribution?
CW(L, N, %I) Further, a unitary transformation U can be found which rotates
the new signal vector u into an elementary vector e as

de = UTu

such that e = [1,0,...,0]" and where d*> = ||Utu|| = s'R~!s. The first column
of U is the new signal vector u. The remaining columns comprise an orthonor-
mal basis determined, for example, by a Gram-Schmidt procedure. Let z = Uy

1Tt would be helpful for the reader to refer to [2] (see also [1]). We have used several results
from this now classic paper and have attempted to maintain the same notation.

2When X ~ CN (0,R), the (Wishart) matrix W = Elel XXt = LR has the complex
Wishart distribution CW(L, N; R) specified by the density

(detw) L~

Fo (W) = {J(R) exp(—tr(R~1w)),if R is positive definite
w (W) =

(2.5)

, otherwise

where J(R) = 7N(V-1)/2 Hﬁlzl T'(L — n + 1)(det R)Y. The covariance estimate R is dis-
tributed as CW(L, N; %R) If B is an N X N nonsingular complex matrix, then V = B'WB
is distributed as CW(L, N; BtRB). See [4] for more on Wishart distributions.
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and z(l) = UTy(l). Applying these to (2.4) yields the variables
d to—1 d to—1
G= 7 Sz and G(I) = 7 S z(l) (2.6)

where § = LU'RU. While Z and Z(I) are distributed as CA'y(0,I) and are
independent, S has the distribution CW(L, N;I). The vectors z and z(l) are

decomposed as
z z, (1)
z=| " and z(l)=| *
|FB] ( ) |FB (l)]

where the A components are scalar and B components (N — 1)-vector. Corre-
spondingly, S is decomposed as

S S
L AA AB
_ T
S= lel z()z(l)t = [33,4 SBB] (2.7)
with
P Paa Pas
B Ppa Ppg
The entries of P can be expressed as
_ —1 -1
PAA - (SAA - SABSBBSBA)
Ppa = _S;;SBA,PAA
_ -1
73AB B PBA
Pos = Spp T PiaPsaPus

as shown in [2] (page 120). Using these definitions and relations in (2.6) gives

G = zeTSflz
-1
7 Paa (2, = SupSpp2s)
d
ZPAAy (2.8)
and

d o

Gl = zeTS z(l)

T I Paalzy () - SABSEEZB(Z))



d

= T Paayd) (2.9)

where

-1
Z
SBB B

y(l) =z,() - SABSJ;IBZB([)

Conditioned on the vectors z, and z,(l), the random variables Y and Y () in

(2.10) are (in the absence of target) uncorrelated and Gaussian with zero means
and variances that can be calculated® as

y=2z, S,

(2.10)

EA{YP} = 1+2.5, 12,

-1
L

1420, (ZH z,(1)z,, (zﬁ) z, (2.11)

using (2.7) in the second step, and

EAYOPY=1-2,0)S 12,1, 1=1,...,L (2.12)

with £/, denoting conditional expectation. Further, the conditional covariance
of the variables Y'(!) is given by

E{Y(k)Y(n)"} = —zg4 (n)TS;;zB(k), k#n (2.13)
Hence the set of conditionally jointly Gaussian zero mean random variables Y
and {Y(l)}f have individual variances and covariances that are functions of the
random vectors z, and {zg (l)}lL The latter are all jointly independent, each
being distributed as CA/y_1(0,I). The probability of any event defined on the
random variables Y and {Y(l)}lL in (2.10) can thus be determined by perform-

L
ing an averaging operation over the distributions of z, and {z,({)}  and this

probability will be independent of the data covariance R. This statement is also
true for the random variables G and {G(l)}f in (2.8) and (2.9) with the caveat
that any constant scaling of these variables should leave the event unchanged.
The preceding arguments therefore constitute proof of the following

Proposition 1. Any STAP detection algorithm that uses only the random vari-

ables G and {G(l)}lL defined in (2.3) for its description such that the algorithm
itself is unchanged by arbitrary but equal scaling of all these variables, has a
FAP which is independent of the target-free data covariance R.

Proof. As above. O

3See pages 121 and 122 of [2].
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The proposition above helps to establish the CFAR property of GM-STAP
and E-AMF detectors. We can rewrite GM-STAP test in terms of random
variables G and G(I) by applying (2.3) to (2.1) as

) 1/L
61 2, (I1, 1601) (24)

By applying (2.3) to (2.2), we have an expression for E-AMF in terms of G
and G(I)

0 ne L
> =
IGIE0 i3 > 1G] (2.15)

Scaling both variables G and G(I) with arbitrary but equal scaling factor in
both above equations will not change the tests. So by using proposition 1, it is
clear that GM-STAP and E-AMF have the CFAR property.

2.5 Performance Evaluation

In this section we present estimates of the false alarm and detection probability
(Pp) of the proposed detectors for several cases. The FAP of proposed detectors
cannot be derived analytically so that IS will be used to do the estimation.
The inverse IS will be executed to estimate the threshold of proposed detector.
The threshold then will be applied to evaluate the detection probability of the
detectors. As neither the exact formula nor an approximation for Pp is known,
it will be estimated using MC simulations.

2.5.1 False Alarm Probabilities, Thresholds, and Gains

To estimate the FAP of both proposed detectors, we use g-method which is
previously described in chapter 1. The primary data x and training data vectors
x(l) are jointly independent and complex Gaussian, sharing a true covariance
matrix R. Because GM-STAP and E-AMF have CFAR property, we can set
R =1 to simulate the performance of both detectors. In estimating the sample
covariance matrix for FAP estimation, the training data vectors are assumed
free of target signal.

FAP of GM-STAP detector

To evaluate the FAP of GM-STAP, for the sake of simplicity, we can write the
test in (2.1) as?

ino1o2 Do, L i521 2 e
|s"R™ x| 5 U Hz:1 |s"TR™*x(1)] (2.16)
0

4The LHS is, conditioned on the covariance estimate ﬁ, an exponential random variable.
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Using above test, the FAP can be expressed as

~ L ~
P <|sTRlX|2 > 12 <Hl_1 |sTR1X(l)|2)

1/L

Q
Il

R I N 1/L
E {P <|sT R™IX[? > 7] (HH |s* RIX(DF) Xy, Ho> }

£ B{g(Xp)) @17)

By following same derivations as in section 1.3.2, the only changed variable is
D (see (1.10)). We can redefine D for GM-STAP as

(o sR-xp?) .
‘- st(R-1)2s (2.18)

The numerator in the equation above is the right-hand side of GM-STAP test
replacing the right-hand side of AMF test as in (1.10). Therefore, g(X1) be-
comes

g(xp) = e Pe

and the FAP expression in term of D¢ is
a = E{e "o} (2.19)

The weighting function W (Xy;0), I-function and its derivatives are the
same as described in the section 1.3.2. The threshold is estimated adaptively
by using recursive formula described in (1.13).

Some simulations are run for case L = 128 and N = 64, by applying the
g-method. The adaptive IS and inverse IS method are run simultaneously to
estimate the optimal biasing parameters 6 and thresholds. The scaling is used
as biasing technique. We simulate FAP from 107! to 107 with logarithmic
steps of one decade.

We can see the threshold estimation by using adaptive inverse IS method in
the Figure 2.1. For each FAP, the threshold reaches its convergence to optimal
value in 20 iterations. By using these thresholds we get FAP estimates pictured
in Figure 2.2. The convergence of biasing parameter 6 of each FAP to its optimal
value can be seen in the Figure 2.3. From this figure we can observe that the
biasing parameter for each FAP estimate is very close to unity. This means that
the metric D¢ has small variance, probably caused by the choice of L and N.

Thresholds (GM)

Figure 2.4 shows the thresholds 7, for corresponding FAP. This can be approx-
imated by a linear interpolation between 7, and log,, @ which can be expressed
mathematically by the relation

ng = —1.3log g 4 3.2
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Figure 2.1: Convergence of 1,. Inverse IS method for GM-STAP detector.
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Figure 2.2: FAP using IS for GM-STAP detector.
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L=128, N=64, Homogeneous Gaussian background
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The gradient of the linear graph is 1.3 which means if we decrease the FAP by
geometric factor 107! then the threshold will increase by arithmetic factor 1.3.
A more accurate relation between 7, and logiga can be represented by the cubic
interpolation

ng = —0.011 (log;q @)® — 0.2 (log; a)® — 2.2 logyg a + 2 (2.20)

To be noted is that this interpolation has been obtained for the FAP range
107t — 107",

Simulation gains

The simulation gains for different FAPs can be seen in Figure 2.5. The obtained
gains are quite high but lower compared to AMF (L = 128, N = 64) and much
lower compared to AMF for L = 704 and N = 352. We can expect that for
higher L and N, the simulation gains of GM-STAP will be higher. However,
using IS in simulating the FAP of GM-STAP indeed reduces the computational
load. As an example, for FAP 1076, the trials needed are only about 2300 while
MC needs 10%.

L=128, N=64, Homogeneous Gaussian background
7 ‘

ol

Simulation gain, Iog10 r
N

3
4
—— AMF
2L ~ - —GM-STAP
—4— AMF, L=704, N=352
1 ‘ ‘ ‘ ‘ ‘
1 2 3 5 6 7

| 4
—ogloa

Figure 2.5: Simulation gains I' vs FAP for three detectors.

FAP of E-AMF

The false alarm probability of E-AMF is also estimated by using IS and g-
method. To derive the g-method estimator, for the sake of simplicity, we can
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express (2.2) as
~ Hy 1 L ~ 2
SR 2 (LX) SR
~ H
sTR™ x> = n?z (2.21)

where

Z= (i > sfﬁlx(z)|>2

The FAP for E-AMF then can be written as

a = P(s'R™'X|?> > n? Z|Hy)
= B{P(s'"R™'X[” > n? Z|Xy, Ho)}
£ Blg(Xu)} (2.22)

By carrying out the same steps as in section 1.3.2, we get the expression for

9(Xp) as .
o(Xp) =P

where P
Dp = —=
sf(R-1)%s
The expression of FAP becomes
a = E{e_”g DE}

= Efe " PrW(X,;0)}

and its estimate is
. 1 K 2
g = Ezl e e TEW (XL 0); ~ fu

The variables needed for adaptive IS like scaling parameter 6,weighting func-
tion W(Xp;0), I-function and its derivatives are the same as described in sec-
tion 1.3.2. To find the optimal biasing parameter 8 we used Newton recursive
algorithm described in (1.12). The thresholds for each FAP are adaptively esti-
mated by using inverse IS. We may reformulate the adaptive inverse IS algorithm
described in (1.13) and (1.14) for the E-AMF case as

a, — (N,
TIm41 :nm+5n/\7(n), m = ].,2,... (223)

o (1m)

where ¢, is a step-size parameter and the derivative estimator in the denomi-
nator is given by

20m DE K

W) = Y e PEW(X i 0) ~
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= =20, Dga(nm) (2.24)

with the prime indicating derivative with respect to 7,,. The symbols 7,, and
m correspond to the 7. and iteration number respectively.

We test adaptive IS and inverse IS algorithms simultaneously for case L =
128 and N = 64 to estimate FAPs from 107! to 10~". The estimated FAPs
are described in Figure 2.7 by using thresholds found from optimization pro-
cess pictured in Figure 2.6. We can see that the adaptive inverse IS algorithm
converges in 20 iterations which is quite fast. The biasing parameter () opti-
mization process also converges in 20 iterations as pictured in Figure 2.8. As in
case of GM-STAP detector, the biasing parameters for E-AMF are also close to
unity and has small spread.

Thresholds (E-AMF)

The relation between the thresholds and -logig o is considerably more linear in
this case with gradient 1, as described in Figure 2.9 and expressed as

Ne = —logga + 2.7

A more accurate relation is expressed in term of the cubic equation

e = —0.01 (log;o ) — 0.17 (logyo a)? — 1.9 (logyy @) + 1.7 (2.25)

By using this expression we may have rough estimates of the thresholds for
lower FAPs.

Simulation gains

Figure 2.10 shows the simulation gains by implementing IS simulation with g-
method. We can observe that simulation gains of E-AMF are slightly higher
than for GM at high FAPs and almost the same at low FAPs. Compared to
the AMF, the gains of E-AMF are almost the same at high FAPs but lower at
low FAPs. As in case of AMF, larger values of L and N may result higher in
simulation gains.

2.5.2 Pp in homogeneous case

In this subsection we present the detection probability of GM-STAP and E-
AMEF detectors in homogeneous background and compare them with the AMF.
We set FAP to 1079, the value of L and N are the same as in FAP simulations.
All the simulations concerning detection probability are done by using standard
Monte Carlo (MC) technique, because the probabilities are not very low. The
number of samples are kept larger than 100/Pp. The detection probability in
case of non-fluctuating target can be seen in the Figure 2.11. It shows that
the detection probability of AMF is better than GM-STAP and E-AMF in the
homogeneous case. For Pp equals to 0.5, E-AMF has about 0.18 dB detection
loss compare to AMF, while GM-STAP suffers 0.3 dB loss.
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Figure 2.7: Convergence of FAP using IS for E-AMF.
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L=128, N=64, Homogeneous Gaussian background
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L=128, N=64, Homogeneous Gaussian background
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Figure 2.10: Simulation gains I" vs FAP for three detectors.

We also do some simulations to estimate detection probability when the
Swerling I fluctuating target model is included. To simulate the performance
because of this fluctuating target model, a combination of g-method and MC is
used. This is done to obtain smoother results. The result is presented in Figure
2.12. We can observe that for Pp equals to 0.5, GM-STAP has loss about 0.3
dB and E-AMF has loss about 0.15 dB compared to AMF.

From these simulation results we can conclude that in homogeneous case,
regardless the fluctuation of the target, both proposed detectors have small
detection loss compare to AMF.

2.5.3 Pp in the presence of nonhomogenities

In this subsection we will show the simulation results that compare the perfor-
mances of GM-STAP and E-AMF with AMF in the presence nonhomogenities.
The nonhomegenity we consider here is the presence of interfering targets. The
power of the interfering targets are taken to be the same as the power of the ac-
tual target®. Figure 2.13 shows the comparison of the performance of GM-STAP
and AMF in the presence of 2 interferers and the target signal is constant,i.e.
non-fluctuating. At Pp = 0.5, AMF has detection loss about 0.98 dB w.r.t

5Tt is assumed that interferers have the same angle-Doppler properties as those of the
primary target.
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L=128, N=64, Swerling 0 target, homogeneous Gaussian background
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Figure 2.11: Pp in homogeneous case, Swerling 0 target.
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Figure 2.12: Pp in homogeneous case, Swerling I target.
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L=128, N=64, Swerling O target, 2 interferers
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Figure 2.13: Pp of AMF, GM-STAP, and E-AMF.

GM-STAP and about 0.73 dB compared to E-AMF. This detection loss will
increase for higher Pp. For example at Pp = 0.9, AMF suffers loss about 1.9
dB w.r.t GM and 1.6 dB w.r.t E-AMF. From the graph, we can also see that the
detection loss of E-AMF compared to GM is quite constant i.e about 0.25-0.3
dB.

For case 3 interferers, the losses of AMF are even higher. At Pp = 0.5, AMF
has loss about 2.5 dB w.r.t GM and 1.9 dB w.r.t to E-AMF. For an extreme
case, i.e. at Pp = 0.9, AMF has loss about 9 dB and 8 dB compared to GM
and E-AMF respectively. The E-AMF itself has loss 0.58 dB (at Pp = 0.5) and
0.85 (at Pp = 0.9) dB compared to GM.

These facts show the robustness of GM and E-AMF detectors compared to
AMEF. In the case of Swerling I fluctuating target model, both detectors still
show their robustness compared to AMF as can be seen in the Figure 2.15. We
can conclude that in the presence of interfering targets, GM-STAP performs the
best while AMF is the worst. The E-AMF detector also shows its robutness in
these simulations and has small detection loss compared to GM detector.

2.6 Conclusion

In this chapter we introduced the GM-STAP and E-AMF detectors. We show
that IS methods work well in estimating the FAP and determining the thresholds
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Figure 2.15: Pp of AMF, GM-STAP, and E-AMF.
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Table 2.1: Comparison of three STAP detectors.

] Q \ AMF-S \ AMF-E \ GM-STAP ‘
Is it CFAR? Yes Yes Yes
homogeneous Py - very small loss | very small loss
Robust to interferers? No somewhat most

of GM-STAP and E-AMF detectors. However, IS simulation gains for GM-
STAP and E-AMF are not very high, and they can be increased by developing
better biasing methods which is subject for future research.

Simulation results show that the GM-STAP and E-AMF detectors have quite
small loss in detection probability compared to AMF, but they have very good
performance and show robustness in the presence of interfering targets. The
AMF fails to maintain its robustness in this situation. These findings are sum-
marized in Table 2.1.
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Chapter 3

Further results on IS for
STAP detection

This third report (or chapter) begins with some additional results on the E-AMF
and GM-STAP detectors for the case of L = 704 and N = 352. These complete
our investigations into the two detectors and complement parallel results that
were obtained previously for the square-law AMF detector with the above L
and N values. Comparisons with the latter detector have also been made.

The results are contained in Figures 3.1 - 3.5 for the E-AMF detector. Inverse
IS results are in Fig. 3.1 and 3.2. Estimated optimum biasing parameters and
the I-functions are in Fig. 3.3 and 3.4 respectively. IS gains estimated during
simulation are shown in Fig. 3.5. Corresponding results for the GM-STAP
detector are in Figures 3.6 - 3.8.  Thresholds for the 2 detectors (including
AMF) as functions of FAPs are in Fig 3.9. The cubic interpolations

ne = 0.012% — 0.186472% + 1.8822x + 1.725467

and
ne = 0.01181323 — 0.2198522 + 2.22917z + 2.040834

where x = —log;ya can be used to determine thresholds for the E-AMF and
GM detectors in the FAP range 107! - 10~7 respectively. Estimated IS gains as
functions of FAPs are shown in Fig 3.10. It is noted that simulation gains for
the 3 detectors are of the same order.

3.1 General remarks on IS

Point of application of biasing

Some comments of a general nature regarding application of IS to signal process-
ing algorithms are made here. They give some insight into the thinking behind
our efforts to simulate the above mentioned algorithms. The simulation proce-
dures described thus far in the previous chapters are applicable to any detector.
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Figure 3.1: Inverse IS thresholds.
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Figure 3.2: FAP estimates.
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Figure 3.4: I-function estimates.
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Estimate of IS gain with g—-method
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Figure 3.6: Inverse IS thresholds.
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FAP estimate
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Figure 3.8: IS gain estimates.
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The IS biasing is performed on the input random variables and we refer to this
as input biasing. Accuracy of the IS estimates and resulting simulation gains
will of course depend on the particular detection algorithm under study. It is
generally true (and intuitive) that better estimator performance can be obtained
if IS biasing can be carried out closer to the point in the processing chain of the
detector where the actual (rare event) decisionmaking is done. This of course
necessitates knowledge of density functions of the processes at the point where
biasing is to be implemented. Often, input stochastic variables may have un-
dergone transformations whose results are difficult to characterize statistically
in analytical form, and we have to rely on the general method above. However,
when such transformations can be characterized, then IS should be carried out
using the modified processes. Therefore, it is desirable to perform biasing and
IS as close to the final decisionmaking point as permitted by availability of
knowledge of probability density functions.

Another approach to biasing that is sometimes possible is to perform a series
of (linear and/or nonlinear) transformations of the input processes as if one were
carrying out a mathematical analysis of the algorithm. The transformations are
carried out until the point beyond which it may not be possible to determine
the density functions of the transformed processes without considerable mathe-
matical effort. Biasing is then performed at this stage, the hope being that the
g-method becomes applicable. This procedure may produce higher simulation
gains than simple input biasing which, of course, is the easiest to implement. It
is illustrated in some of the following examples.

3.2 The NMF STAP detector

The use of IS to characterize the normalized matched filter (NMF) detector and
some of its variants is discussed in the rest of this chapter. Expressions for the
FAP and detection probability of the NMF detector operating in homogeneous
Gaussian clutter are known in closed form. However, much can be learnt about
biasing for this class of detectors from the exercise of applying IS to estimate its
FAP. The variants are the normalized adaptive matched filter (NAMF) and the
low-rank NAMF detectors. All these detection algorithms have been treated in
detail in [3], [15], and other papers.
The NMF detection test is given by

|stR~1x|? 5
1
sfR-1s)(xIR~1x) 50 n (3.1)

Anmr = (

following the usual notations. Its FAP in Gaussian interference is known, [15],
and particularly easy to derive. It differs from the matched filter (for known
interference covariance matrix R) in the normalization term which is the second
one in the denominator. The FAP of the detector is given by

AyME = (1 - 77)N71
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and it has the CFAR property of being invariant to the interference covariance
matrix R. Furthermore, as is evident from (3.1), the FAP is also invariant to
any scaling of the primary and secondary data.

3.2.1 The FAP of the NMF detector (using IS)

We begin with a simple (re-) derivation of the FAP of the detector. It helps to
illustrate an elegant aspect of IS, by which it is sometimes possible to derive a
perfect estimate of a rare-event probability. Furthermore, although this problem
can be analyzed completely, it is an application of the procedure described in
the last paragraph of the introduction.

It is assumed that x ~ CN (0, R). With a whitened data vector defined as
x; = R™1/2x and a transformed steering vector s = R_1/2s, the test statistic
of (3.1) takes the form

BEAE

ANME = ———————
(shs1)(xIx1)

xIsl s]ixl 1

Isall lIsall x]x,
xJ{uluJ{xl

Xil-Xl

YY1

XIXl

|y1]?
_ (3.2)
|1 |2

where u; = s;/||s1]| is an N-dimensional unit vector and y; = ulx, a scalar ran-
dom variable. Using for example a Gram-Schmidt procedure, an N-dimensional
basis can be formed by determining N — 1 other unit vectors in the orthogo-
nal subspace of u;. Denoting the former by u;, ¢ = 2,..., N, we define the
corresponding random variables y; = ujxl. Then

N
N
|y1|2+2i22\yi|2 = Z\%P
i=1

N
= XJ{ E ul-u;rxl
i=1
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with the {y;} being i.i.d. and distributed as CA'1(0,1). The test therefore
becomes
ly1[? 0

= 3.4)
N < n (
ly1l? + D io |9il* Ho

ANMF =

which can be put in the form

U H n
> = e—
No = (3.5)
E i]\igvi }?0 ’ 1_77

where
u= |y and v =|wl? i=2,...,N

The FAP of the NMF detector is then

e = PU = Zizz Vi)

_ E{P(U > 1, Zi;vi Vg,...,VN)} (3.6)

The first line above has exactly the same form as the FAP of a CA-CFAR
detector as U and each V; are ii.d. (unit) exponential random variables; the

formula for this probability is well known. To re-derive the latter, a g-method
estimator can be written as

K

_ 1 _ ,

Byp = EE e o2 Vi W (Vh, ..., V) (3.7)
1

Scaling each V; with a and using the resulting weighting function
W (va,...,uN) = gN"le(-1/a) T3 v (3.8)

yields the estimator

a

K
1 4 SN v
NME :EE aV-1e=(mot1-1/a) 325" Vi (3.9)
1

If the scaling factor is chosen as a = 1/(1 4 1,) in this estimator, then

NME T K 2\ T

= (1—-n)N"1 a constant

a

= oy (3.10)

the last step following from the fact that the variance of this unbiased estimator
is zero.
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3.2.2 FAP estimation by IS: rotation of primary vector

If we want to estimate a, . using input biasing, then it is clear from the
test statistic in (3.1) that a simple scaling of the elements of the primary data
vector x will be useless. A form of biasing can however be developed using
the (well known) fact that the test statistic is actually a cosine-squared one,
the concerned angle being that between the transformed steering (or unit) and
whitened primary data vectors s; (or uy) and x; respectively, as evident from
(3.2). The frequency of false alarm events in a simulation can therefore be
increased by biasing x; so as to decrease the angle toward zero or increase it
toward . This can be accomplished by a rotation of x; which, since it is being
assumed for this detector that the actual data covariance matrix R is completely
known, is equivalent to input biasing (of the primary data vector x).

Consider biasing the whitened primary data vector x; by rotation with
an N x N matrix A. The biased vector is Ax; and will be distributed as
CN'n(0,R,) with covariance matrix R, given by R, = AAT, since x; ~
CN n(0,1). The weighting function is then given by

Weaia) = LU
fe(x1)
= R, exp (—x|I-RHx1) (3.11)
where | - | denotes matrix determinant. The FAP estimator for the test in (3.2)
then takes the form
| K
Avp = 7 Z L(lufx? > nlxi)?) W(xi;A); ~ fu (3.12)

1

The problem now centers around determining an effective rotation or biasing
matrix A. There is clearly an unbounded number of rotation matrices to choose
from. To narrow the choice, it is most convenient to make the matrix dependent
on a single (biasing) parameter, say a, and search for the optimum value of the
latter by minimizing the associated I-function which is given by

I(a) E{1(A) W?(x1;A)}
= E{1(A)W(x;A)} (3.13)

where A = 1(Julx;|? > 7 ||x1[?) is the false alarm event. In actual simulation
we will determine a minimizer for an estimate of I(a), that is

~

K
Qopt = arg mgn (I(a) = %Z 1(A) W2(x1;A); ~ f*) (3.14)

The form or structure of A has to be now decided. We assume that A =I1+aT
for 0 < a < 1 where T is some N x N matrix. The biasing matrix A is to be

45



constructed so as to introduce correlation amongst the components of x; in a
controlled manner. To understand how this can be achieved, consider first the
simple case where the unit vector u; is given by

This can happen if R = I and the original steering vector s has all equal
elements. Suppose (based on heuristic reasons) the matrix T is set to

o1 . . 1
1 0 . . 1
T =
1 0
Then
1 a a
a 1 . . a
A = . . (3.15)

a . . . 1

It is noted that the above matrix does not provide a norm-preserving rotation.
We avoid simulating with a = 1 since this obviously leads to a singular matrix.
When a = 1, the test statistic becomes unity and all the elements of the biased
vector Ax; are equal to Zf;l x1; where x1;’s denote the elements of the unbiased
x1. That is, the fully biased vector would be aligned in the direction of u; or
opposite toit, in CN. When a = 0, no biasing or rotation takes place. Estimating
an optimum value of a that maximizes the simulation gain for given threshold
7 is an easy problem.

For the case R # I we consider a unit vector u; having elements denoted by
ti,t=1,...,N. By analogy we set

t1 —1 t1 .o t1
to to—1 . . to
T—| . . (3.16)

tn . .. thl

Again, when a = 1 the biased vector is just (Zf\il xu)ul and is collinear with
ujp.

An interesting phenomenon takes place with this biasing scheme. The weight-
ing function in (3.11) depends on the matrix A which in turn depends (apart
from on the biasing parameter a) on the elements of the unit vector u; through
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Figure 3.11: Optimum biasing parameter for the T matrix in rotation biasing,
R=L

the T matrix. The IS estimator in (3.12) estimates oy, = E{1(A)} which,
from (3.10), is known to be independent of the particular unit vector u; be-
ing used. Hence, if the estimator aNMF is a reasonably good one, then it will
be largely unaffected by the choice of the biasing matrix A (and hence of T).
However, the gain of the proposed IS scheme depends on the I-function given in
(3.13) and this depends on the weighting function and therefore on the matrix
T. Thus the maximum gain for the optimized IS scheme will be affected by
the choice of unit vector u;. Since u; = R™Y2s/||R~/2s| it follows that the
IS performance of this rotation biasing scheme depends on the data covariance
matrix R in force; this is despite the fact that the detector FAP is independent
of R. Decoupling the biasing matrix A from u; is of course not possible. Thus
there may exist some R which gives a best IS simulation gain for given detector
constants 7 and N. Furthermore, it may be possible to achieve some invariance
of IS gain to covariance matrix R by using a matrix normalization for the T
or A matrices. These issues are not investigated here and in the interests of
expediency we present results obtained by simulating the R = I case. We will
visit rotation biasing later in this investigation.

The simulation results are in Figures 3.11 and 3.12 which show the estimated
optimum biasing parameter and IS gains as functions of FAP respectively. Asis
evident from Fig 3.12 the simulation gain is not very high, being approximately
4 x 10* at a FAP of 1076,
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NMF detector, N = 128, K = 5000
6 T T T

Rotation biasing

Ioglor
w

O Il Il Il Il Il
1 2 3 4 5 6 7

-log 109
Figure 3.12: Simulation gain for rotation biasing, R = 1.

3.3 The NAMF STAP detector

This section deals with the fast estimation of FAP for the NAMF detector.
Developing an IS procedure for this is made easier by first setting up an alternate
IS mechanization for FAP estimation of the AMF detector studied in Chapter 1.

3.3.1 FAP estimation for the AMF revisited

The alternate procedure for the AMF detector uses the g-method with two-
dimensional biasing.
Reproducing (2.8) and (2.9) on page 20 we have

d
and
d
G() = 7 P y(1) (3.18)
where
Y=z, —SABSJ;}BZB
(3.19)

y(l) =z,() - SABSI;IBZB(Z)
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The AMF test of (1.3) on page 3 can therefore be written as

ly[?

ENE

L
72 lyP (3.20)
=1

We know from Section 2.4 that, conditioned on z, and {z, (l)}lL (or, for short,

L
the B-vectors), ¥ and {Y'(I)} ] are zero mean uncorrelated Gaussian random

variables with variances and covariance as in (2.11), (2.12), and (2.13). From
[2] it is known that
L—N+1

> jw@)? (3.21)

=1

IS

L
>l
=1

where the w(l) are i.i.d. each with distribution CN1(0,1). Moreover, Y/M]l3/2
is, conditioned on the B-vectors, also distributed as CN'1(0,1) where

My,=1+%,
and
. —1
Sy =12l (lelzB(l)zB(l)T) z, (3.22)
The test in (3.20) then takes the form
g L=N+1
! /
w2z > u(l) (3.23)
Ho =1

where U = |Y[?/M, and {U(l) = \w(l)\Q}lL VT are all unit exponential and

iid., and ' = n/(LMy). Once again, this is in the form of the usual CA-
CFAR test when it is conditioned on the B-vectors. Hence the FAP of the AMF
detector can be written as

L—-N+1
° )

e = POz U0
E{P(U > ZZL;NH U(l)‘ B—Vectors> }

E{g(Xp)} (3.24)

[

where
1

(14 n/(LMg)[F=N+1

9(8,) = (3.25)

We can therefore estimate the FAP using the g-method with an IS simulation
that biases the B-vectors. This estimator is

K

~ 1

OfAMF :EZQ(EB)W(ZB7ZBL); Nf* (326)
1
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AMF detector, N = 64, L = 128, K = 10000

1.14 \ \ ‘
112} . 4 107 :
-6
1.1k 10 E
107°
©
o 1.08¢ b
) -4
& 10
£
E 1.06} 1073 .
-2
1.04 10 i
a =107t
1.02} : ~ 0 :
1 1 1 1
0 50 100 150 200

Recursion Index n

Figure 3.13: Optimum scaling for primary B-vectors.

where z,, = (z5(1),...25(L))".

Biasing of the B-vectors contained in ¥, must produce an increase in the
value of the g-function in (3.25). This means that 3, must be made to increase,
which can easily be accomplished by scaling up the primary B-vector z, and
scaling down the secondary B-vectors z (1). A 2-d biasing scheme results, which
needs to be optimized adaptively. As in Section 1.3.1 on page 3, the primary
and secondary scaling parameters are chosen as a'/? and 6'/2 respectively, where
a>1and 0 < 0 < 1. The weighting function is easily shown to be

Wiz, 2,,)= aN_leL(N_l)exp(— zTBzB(l —1/a))
—(

- exp ( 1-1/6) Zle z, (Z)TZB (l)) (3.27)

The rest of the optimization procedure is as discussed in Section 1.3.

The results obtained from this 2-d IS simulation have been compared with
the g-method used with input biasing, the technique which was developed in
Chapter 1. Figures 3.13 - 3.16 contain these and are self-explanatory. From
Fig 3.16 it is clear that applying the g-method with biasing of B-vectors is a
more powerful IS scheme than the corresponding method used with input biasing
of all secondary vectors, which was the subject of Chapter 1. This illustrates
the points made in Section 3.1.
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Figure 3.14: Optimum scaling for secondary B-vectors.
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Figure 3.15: IS gain surface for 2-d biasing of B-vectors.
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AMF detector, N = 64, L = 128, K = 10000
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Figure 3.16: IS gain comparison for both g-methods.

3.3.2 IS for the NAMF detector
The NAMF detection statistic is given by

sTR1x]? 1 Hy
= = 20
(stR-1s) (xIR-1x) Ho

Using (3.23), this can be written as

H,
L—N+1 iy LM,

=1

(x'R'x)

xR x = Lzi§ 'z

2
2187z = 7‘y| —|—ZB

> w2

=1

52

(3.28)

(3.29)

With the transformations in Section 2.4 on page 19, the normalization term in
the RHS of the above equation becomes

(3.30)

with S defined in (2.7) on page 20. From the discussion on pages 120 and
121 of [2], it turns out that the quantity z'S~'z, denoted therein as ¥, can be
expressed as



I~
=
[\v]

M, ————+3, (3.31)

using the definitions of Section 3.3.1. Combining (3.29), (3.30), and (3.31) yields
the test in the form
0 s LN+l

> B
w2 iy, ; u(l) (3.32)

where 1, = 1n/(1 —n). Conditioned on the B-vectors this is again a CA-CFAR
test resulting in the FAP

ANAMF — E{gN (EB)} (3.33)
where )
Y.)= 3.34
(o) = T s e e (330
The FAP estimator is then
Ay AME = ZQN Zgr )i~ fx (3.35)

with the weighting function W being the same as in (3.27) excepting that the
roles of the two biasing parameters are exchanged, that is, 0 < a <1 and 6 > 1.
Simulation results are shown in Figures 3.17 - 3.22. IS results for threshold
estimation have been compared with the analytical expression available in [15].
A quick way of determining the threshold for the NAMF detector is using the
cubic interpolation polynomial :

Manp = 7-96 x 107°2% — 0.003116 2% + 0.0723 2 + 7.77 x 107°  (3.36)

where x = —log;, .

3.4 Conclusion

In this chapter we have introduced and developed IS techniques suitable for
analysis of the NMF class of STAP detectors. In particular, the method based
on rotation of the primary data vector could be an effective solution for the
difficult problem of characterizing the low-rank version of NAMF detectors.
This is a matter for further investigation. Two dimensional biasing methods
have been used to produce new IS results for the AMF and NAMF algorithms.
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Figure 3.18: Optimum scaling for primary B-vectors.
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Figure 3.19: Optimum scaling for secondary B-vectors.
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Figure 3.20: IS gain surface for 2-d biasing of B-vectors.
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NAMF detector, N = 64, L = 128, K = 10000
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Figure 3.21: Comparison of simulation and numerical integration for thresholds.
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Figure 3.22: IS gain as function of FAP.
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Chapter 4

(Geometric mean and
envelope-law NAMEF STAP
detectors

4.1 Introduction

Following the developments of Chapter 2, we propose two NAMF detector vari-
ants. These are the envelope and geometric-mean based versions. They are
referred to hereafter as the E-NAMF detector and the GM-NAMF detector.
In this chapter, their CFAR property is established and threshold settings for
the detectors for specified false alarm probability (FAP) is accomplished using
fast simulation based on importance sampling. The two variants show robust-
ness in detection probability in the presence of interfering targets contaminating
the training data while having zero loss in homogenous Gaussian interference
compared to the usual square-law NAMF detector. This is shown for both fluc-
tuating and non-fluctuating target models. Performance comparisons with the
AMF variants are provided.

4.2 E-NAMF detector

This detector is constructed in the same way by which we defined the E-AMF
detector. Consider the test

= L
|STR_1X| e 55—
==L > fZ|STR Ix () (4.1)

VxIR-1x Ho =
which we refer to as the E-NAMF detector. As before, we expect this detector

form to display some robustness against interfering targets in the secondary
data compared to the usual NAMF detector.
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4.2.1 Asymptotics

The asymptotic FAP behavior of this detector as L — oo (or known covariance
matrix R) is obtained from

N B ( |stR™1X]
Lo VXIR X

STROXP  ptr
- P(ﬂR*XE ;SR

= (- (42

the first line above following from convergence arguments and the law of large
numbers applied to the independent and identically distributed sequence {sfR™'X (1)},
the second by noting that sTR~'X(1) is distributed as CA1(0,sTR~'s), and the

third from the fact that the second line represents the FAP (1 —v)N~! of a nor-
malized matched filter (NMF) STAP detector (the statistic of which is shown

in (3.1)) with threshold v ([15]) where v = n2?mw/4. The asymptotic threshold

can be calculated from the above expression.

z%mﬁlemQ

4.2.2 Alternate form and CFAR property

Using (3.18) and (3.19) of section 3.3.1, the E-NAMF test of (4.1) can be rewrit-
ten as

L
< NT0] (4.3)
VxiR-1x Ho L -1

Then, combining (3.30) and the first line of (3.31) and substituting for x' R~'x
in the above yields the test

L
y e
el BN (4.9
VIS Dol S e

So if we replace y and y(I) by G and G(I) as defined in [10] respectively in the
above, then the test remains unchanged. This implies, from the proposition of
[10] and the arguments leading up to it, that the test is CFAR.

4.3 GM-NAMF detector

The geometric-mean version, referred to as the GM-NAMF detector, is defined

as
|sTf{’1X| H L ~ L
RS (I, R (45)

= <
VxIR-1x Ho
where 7, is the threshold. The square-law version is identical, being just a
square of the above test expression.
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4.3.1 Asymptotics
The asymptotic FAP for this detector is given by

|sTR™1X|2

+ E{log sTR—1X(1)|2}>

> 2logng

B |stR™1X|2
= <1°g XIR-IX.

— v+ log‘(sTRls)>

B |sTR1X|2
o XtR-1X

> 773 e 7 sTR_1s>

)N—l

=(1-nje? (4.6)

where v is the Euler-Mascheroni constant.

4.3.2 Alternate form and CFAR property

Just as for the E-NAMF detector, the GM-NAMF test of (4.5) can be rewritten
as

|y| Hy L 1/L
% ng( Hmm) (4.7)
vVxiR-1x Ho =1
and then as
1L
Yy H
vl 2 ng( me) (4.8)
=1

\/LZB + L|y|2/ZzL:1 ly(D)

For the same reasons as for the E-NAMF detector, the GM-NAMF test is also
CFAR.

4.4 FAP estimation

With some straightforward manipulations, the E-NAMF test in (4.4) can be
rewritten as

H,y T]QE L 2
2 €™B
o 2 e (X, o) (19
where . )
2 l
Cezl—@(sz (4.10)
L SE )P
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and the GM-NAMF in (4.5) as

0

H n2L% L /L
o 2 e (TP (1)
g =1

where L
L
C =1— an( H1=1 ‘y(l)‘z)
=

S SR UL
In writing (4.9) and (4.11) we have assumed that C. > 0 and C; > 0. This
will be guaranteed if 7. < 1 and 1y < 1, respectively, and can be seen by
an application of Holder’s inequality to the sums in (4.10) and using the fact
that geometric means are smaller than arithmetic means in (4.12). As shown by
simulation results, a wide range of FAPs is achieved for values of both thresholds
less than unity and therefore we assume this restriction to hold. For brevity we
denote the RHSs of both (4.9) and (4.11) by X, D, where D is a function of
( y(1) - y(L) ) £ yT" and corresponding constants that depend on the
detector in question. With this (generic) notation, the FAP can be written as

(4.12)

a = P(Y?>x,D)
= Ep{P(|Y|* > ,D|B-vec)}
= Ep{E{P(Y|* >X,D|B-vec,Y)}}
= Ep{E{e "B b/a+2p) | B-vec)}}

= Ep{B{g(2,, Y1)|B-vec}} (4.13)

where
9(S,, YY) =e "D/ p) (4.14)

and Ep denotes expectation over the distribution of the B vectors and E the
expectation over the conditional distribution of Y. The fourth line above
follows because conditioned on the B vectors, Y and Y are independent and
[Y|2/(1+ ¥ ;) is unit exponential.

From (2.7) on page 20, y and y(l) are

L
Y=z, — 21:1 zA(l)zB(l)TS;}BzB

y() =2, (1)~ 3 5, ()2, (i) 5502, ()

Then the FAP in (4.13) can be further written as

(4.15)

o = Ep{B{y(S, Y1)|Bvec}}
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//g(EB,YL) f(Y | B-vec) f(B-vec) dY 1, dB-vec

//g(ZB,YL)f(YL,B—Vec) dY 1, dB-vec

= E{g(ZB,YL)}
= E{y(Z5,Y(1),....Y(D))}
= BE{9(S,.2401),....Za(L))}

= B{g(3p5,Zar)}

= //g(zBaZAL)f(ZAL,B-VeC)dZALdB-VeC

= //Q(EB,ZAL)f(ZAL)f(B—vec)dzALdB-vec

= //Q(ZB,ZAL) J{((ZZ’:LL)) fx(zar) f(B-vec) dzay, dB-vec

£ //g(zB7ZAL)W(ZAL)f*(ZAL)f(B-VeC)dZAL dB-vec

= EBEA{g(Xg,Zar)W(Zar)} (4.16)

where g(X 5,Zar) = g(¥5,YL) and is given by (4.14). We perform IS only on
the variables in Zay, = (Za(1)--- Za(L))T, for simplicity. Noting that Zaz, ~
CN(0,1), scaling down Z 47, with parameter 6 leads to the weighting function

W(zaz) =0 e L2l za)(1-1/0) (4.17)

The IS estimator for FAP is therefore

K

1 @-

a= 1 > 19S5, Zan) W(zar))"s Zar ~ fu(zaL), B-vec ~ f(B-vec)
=1

(4.18)

4.5 Simulation results

The adaptive IS implementation is as usual. Simulation results for the FAP
range 107! — 10~7 are shown in Figures 4.1 - 4.14, for both ENAMF and
GNAMF detectors. The parameters used in the simulations are L = 128, N =
64 and the number of IS trials is K = 50000. Moreover, for L = 128, N = 64,
thresholds for these detectors can be determined using the cubic interpolation

Ne = 9.704 x 10~%2% — 1.85 x 10~%2% 4 0.1595x + 0.15613 (4.19)
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Ny = 1.1439 x 10722 — 2.148 x 10~ 22 + 0.188x + 0.184 (4.20)
where x = —log;( a.
E-NAMF Detector, N =64, L = 128, K = 50000
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Figure 4.1: Inverse g-method thresholds.

4.5.1 Pp in homogeneous case

In this subsection we present the detection probability of the E-NAMF and GM-
NAMF detectors in homogeneous background and compare it with that of the
NAMEF detector. We set FAP to 1076, the value of L and N are the same as in
FAP simulations. All the simulations concerning detection probability are done
using Monte Carlo (MC) technique and the number of trials used is 100000. The
detection probability in case of non-fluctuating target can be seen in Figure 4.15.
In this figure is also plotted the detection probability for the NAMF detector
obtained using the analytical formula of [15]. The figure shows that the three
detectors perform almost the same in the presence of homogeneous clutter. In
fact, the E-NAMF and NAMF perform exactly the same while the GM-NAMF
has a very small loss compared to the other two detectors. Simulations are also
done to estimate detection probability when the Swerling 1 fluctuating target
model is used. The result is presented in Figure 4.16. Similarly, in this case
the detectors have almost the same performance. From these simulation results
we can conclude that, in homogeneous case, regardless of the target fluctuation,
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Figure 4.3: Gain estimates.
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Figure 4.8: Inverse g-method thresholds.

both the E-NAMF detector and the GM-NAMF detector perform as well as the
NAMF detector.

4.5.2 Pp in the presence of nonhomogeneities

In this subsection we will show the simulation results that compare the perfor-
mance of the envelope, geometric mean and square law NAMF detectors in the
presence of nonhomogeneities. The nonhomogeneities considered here are two
interfering targets in the secondary data. In the simulations we assumed the
interfering targets to have the same power and the same steering vector as the
actual target. Figure 4.17 shows the comparison of the performance of E-NAMF,
GM-NAMF and NAMF in the presence of 2 interferers when the target signal
is constant, i.e. non-fluctuating. In Figure 4.18 is plotted the detection proba-
bility when both the target and the interferers are assumed to be fluctuating.
For both target models, it can be seen that the NAMF detector, for a fix Pp,
has a significant detection loss compared to the envelope and geometric mean
variants and that the GM-NAMF performs slightly better than the E-NAMF
detector. For example, at Pp = 0.5, the NAMF has detection loss about 1.2
dB w.r.t E-NAMF and 1.38 dB w.r.t GM-NAMEF for the case of non-fluctuating
target and about 2 dB w.r.t E-NAMF and 2.38 dB w.r.t GM-NAMF for the
fluctuating model. This detection loss will increase for higher Pp. For example,
in the case of Swerling 0 target model at Pp = 0.9, NAMF has about 3 dB loss
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Figure 4.10: Gain estimates.
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Swerling O target model, 2 interferers, Pfa =107°
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Figure 4.17: Pp in the presence of two interferers. Swerling 0 target.

w.r.t E-NAMF for the same case and 5.5 dB loss w.r.t NAMF in homogeneous
Gaussian background. It has also to be noticed that in the fluctuating target
scenario the presence of nonhomogeneities produces a loss in term of Pp per-
formance much more significant that in the nonfluctuating case, especially in
the region of high SNR. From these results we conclude that in the presence
of nonhomogeneities the E-NAMF and GM-NAMF detectors are much robust
than the NAMF detector. Also, we compare the detection performance of the
class of NAMF detectors with the AMF detector and its envelope and geometric
mean variants. In Figure 4.19 and 4.20 these performance are shown respec-
tively for the Swerling 0 and Swerling 1 target model. The nonhomogeneities
considered here are the same as in the previous case. Properties of the two
detector classes are summarized in Table 4.1. From these results, we conclude
that the geometric mean and envelope detectors of the NAMF class have the
best detection performance in the presence of interfering targets.
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Figure 4.18: Pp in the presence of two interferers. Swerling 1 target.
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Figure 4.19: Pp comparison in the presence of two interferers. Swerling 0 target.
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Swerling 1 target model, 2 interferers, Pfa =10
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Figure 4.20: Pp comparison in the presence of two interferers. Swerling 1 target.

Table 4.1: Pp comparison of AMF and NAMF STAP detectors.

] Q \ AMF \ E-AMF \ GM-AMF \ NAMF \ E-NAMF \ GM-NAMF ‘
CFAR? Yes Yes Yes Yes Yes Yes
homog. P;? - e-loss e-loss - ~ 0 loss ~ 0 loss
Robust? No Yes Yes No Yes Yes
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4.6 Conclusion

Envelope-law and geometric-mean variants of the NAMF detector have been
introduced. Their respective thresholds have been determined for a range of
FAPs. The detectors have been shown to have better performance in the pres-
ence of outliers in the training data while maintaining almost equal performance
as the standard square-law version in homogeneous Gaussian interference. To-
gether with the variants proposed in Chapter 2, these detectors represent robust
alternatives to conventional square-law processing.
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Chapter 5

Low-Rank STAP detectors

5.1 Introduction

In this chapter the STAP detector based on the low-rank approximation of the
normalized adaptive matched filter (LRNAMF) is investigated for its perfor-
mance. Being computationally efficient, the LRNAMF detector is a candidate
for future implementation in STAP radar detection. Its FAP performance is
analytically investigated here.

In the second section the low-rank NMF detector is described. Subject to an
approximation for the disturbance covariance matrix in a clutter dominated sce-
nario, the FAP of the LRNMF detector is known via a simple formula, [16] and
[17]. A brief description of the detector is reported here in order to summarize
the low-rank approximation. The third section provides analytical derivation
of the exact FAP of the LRNMF detector for data possessing an arbitrary co-
variance matrix. The fourth section discusses a nominal covariance model for
simulation and gives further analytical results. The fifth section discusses the
LRNAMF detector and shows how the analytical results for the LRNMF detec-
tor can be used to predict its performance. The sixth section provides simulation
results followed by a conclusion.

5.2 The LRNMF detector

The low-rank approximation to the normalized matched filter is used for target
detection in heterogeneous clutter scenarios. The background is assumed to
consist of clutter plus white Gaussian noise. The binary hypothesis test can be
written as

Hy:x = d=c+n

Hi:x = as+d=as+c+n (5.1)
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where x is the primary data vector, ¢ is the Gaussian clutter vector with co-
variance matrix sR,. with unknown level s and known structure, n denotes the
additive white Gaussian noise vector with covariance matrix o?I, where I is the
N x N identity matrix and the noise power o2 is unknown, s is the steering
vector and a is the unknown target amplitude. The vector d is used to represent
the sum of the clutter and the white Gaussian noise. The covariance matrix of
the disturbance d is

Ry = sR. + 0’1 (5.2)

In many real cases the clutter covariance matrix R. has rank r which is less
than N. This fact will be used to approximate the inverse of the disturbance
covariance matrix which will be used in the NMF test. The matrix Ry can be

expressed as
R, = UDU' (5.3)

where U is the matrix whose columns are the normalized eigenvectors of Ry and
D is the diagonal matrix of the eigenvalues of Ry. When R, has rank r < N,
then Ry can be rewritten as

T N
R, = Z(s)\i +oY)uul + Z o*uul (5.4)
i=1 i=r+1
The inverse covariance matrix is

r N
R;'= Z(S)\z + 02)*1uiu;r + Z 0'72112'111 (5.5)
=1 i=r+1

The previous expression can be rewritten as

1 &« wu! N
R;l = — E e M + E O‘_Qll'uT
2 by L
g i=1 (1 + 22 ) i=r+1

s S\;

1 N 1 -
I o2 T
= = E wu! — — Y —Z—u;u
o it o i=1 (1- ?\2) o

T .
1 s\;

= = (I — Z (IJ:Z)S;‘Z)uluj) (5.6)

i=1

For a clutter-to-noise ratio (CNR) much greater than one, i.e. s\; > o2, the
inverse of the disturbance covariance matrix can be approximated as [18§],

R;'~ —(I-P) (5.7)

1
o2
where

P= Z¢=1 usu! (5.8)
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is a rank r projection matrix formed with the r eigenvectors corresponding to
the r dominant eigenvalues of R4. Using (5.7) in the NMF test of (3.1), we
obtain the LRNMF test
Tl — 2 H
s"(X - P)x| .
st(I-P)s)(xII-P)x) g,

ALr = ( (5.9)
It can be noticed that the LRNMF test is invariant to the unknown clutter level
s and to the noise power o2. Moreover, since (I — P) is also a projection matrix
of rank (N —7), (I — P)?2 = (I — P), therefore we can define the transformed
vectors 81 = (I — P)s, x; = (I — P)x and rewrite the test as

T 2 H
S1X 1
ALR57T| - 1|T 21 (5.10)
(sys1)(x1x1) Ho
It is important to observe that the low rank NMF test is the squared cosine
of the angle between the transformed steering vector s; and the transformed
data vector x;. Fast simulation can be performed using rotation of the primary
data vector x; as described in Section 3.2.2 for the NMF detector; of course,
since the two vectors in this case are not the same as for the NMF case, the IS
performance will be different.

5.2.1 FAP approximation: low clutter rank and high CNR
The FAP for the LRNMF detector is derived in [17] and is given by

appane = (L= 777! (5.11)

A crucial point of the LRNMF detector is the clutter rank estimation. The
threshold for the LRNMF test, for a fixed FAP, will depend on the rank r of the
clutter covariance matrix, specifically it increases with increasing r. A technique
for clutter rank estimation can be found in [19]. The case r = 0 coincides with
the full rank NMF test, which is invariant to the white noise level.

5.3 The LRNMF detector: arbitrary covariance
Ry

In this section we derive two alternate expressions for the exact FAP of the
LRNMF detector in (5.9). In particular, we do not assume that (I — P) in
(5.7) whitens the primary vector X, as is required for the derivation of the FAP
formula in (5.11). These exact forms are valid for any primary covariance matrix
R,;. The first expression involves singular multivariate Gaussian distributions
whereas the second does not.

For ease of notation we denote the projection matrix (I —P) by Q, which is
idempotent. The LRNMF test of (5.9) can then be written as

Q%

FQ Q) i, 12

ALR =

(s



Define the transformed vectors
x; =Qx and s;=Qs (5.13)
Then
R, = B{X;X|} = QE{XX'}Qf = QR.QT (5.14)

As Q is a singular matrix, the matrix R, is also not of full rank. This fol-
lows from the property of the rank of a product of matrices!. Hence X; ~
SCN N(0,Rq), where SCA indicates a singular multivariate Gaussian distribu-
tion?. Using the above transformations the test becomes

[sixa|? [sixal” [(si/llsull) > [t7xi?

ALR = T (517)

(sis1)(x}x1)  lIsallPlBeall® Beaf> xall?

where t = s1/||s1]| is a unit vector.

5.3.1 Exact FAP: using singular Gaussian distributions

Define a unitary transformation t; = Ht, such that the unit vector t; has
a single element equal to 1 and the remaining (N — 1) elements are zero, i.e.,
t; = (0,...,0,1)T. The matrix H can be an Householder transformation matrix
given by
T L (5.18)
[[a][? '
and it
u=t+ i Hei (5.19)
Iti]
where
e, =10,...,0,1,0,...,0" (5.20)

lrank(AB) < min(rank(A), rank(B))

2 A complex Gaussian vector x of N components with covariance matrix R and mean vector
1 is said to have a singular multivariate Gaussian distribution if rank(R) = p < N. Using the
factorization

_ Dy 0 T
R—U{ o O]U (5.15)

the covariance matrix can be written as R = U1D/\UI, where U = [U1,Usz] is an N X N
orthogonal matrix, Uy is an N X p column orthogonal matrix, and Dy = diag(A1,...,\p) with

A >0fori=1,...,p. Define R~ = UlD)TlUJ{7 the generalized inverse of R = UlDAUJ{.
The p.d.f. of x is given by

fx) = exp{(x — )R~ (x — )} (5.16)

N |D,|
where x lies on the p-dimensional linear subspace defined by

Lix—p)=0; L: Nx (N—-p), L'R=0, LIL=1y_,

78



has 1 as the ith element and zero elsewhere. The transformation by the matrix
H will eliminate all the elements of t except the element ¢;. Note that H is an
Hermitian unitary matrix

H'=H =H (5.21)

We will construct the H matrix in order to preserve only the Nth element of
the vector t. The likelihood ratio in (5.17) now takes the form

Air = @ (5.22)
X]X1
Now define
y = Hxy
R, = E{yy'} =HE{x;x|{}H' = HR,H' (5.23)
where y ~ SCN ny(0,R,). The vector x; in the test can be replaced by
x; = H 'y = H'y = Hy (5.24)

Then, the likelihood ratio of (5.22) and corresponding test can be rewritten as

tly| tlyl _ yn*?
ALR = = = = n 5.25
yiHHy yly N @ (52
> lyil
i=1
where y;, i = 1,..., N are the elements of the vector y. Now we can write the
test in the form
N-1
Hy
2 2l + Y ll?)
Ho i=1
N-1
Hy
lyn?(L=n) = 7 Z ly:|?
Ho i=1

H,y N—-1
vl 2 mo Y luil?
Ho —
=1
Hy N-1 1/2
lyn| 2 (7702i=1 |yi|2) (5.26)

where ng =n/1 — .
Define the (N — 1) vector ¥ = (y1,...,yn—1)7, u1 = |yn|, and

b(n,y) = (no Z%V_l |yi|2)1/2 (5.27)

i=1
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Then, the FAP is given by

YLRNMF P(|YN| = (770 Zi\;l |Yi‘2>1/2>
_ E{P(U1 > b(n,\?)h?)}

2 E{¢(n,Y)} (5.28)

and the ¢ function can be expressed in integral form as
9g(n,y) = / f(ualy)duy (5.29)
b

The conditional distribution of Yy is also Gaussian and we have to determine
the conditional mean and variance. The vector y can be written as 'y = [¥;yn]
and the covariance matrix of y can be partitioned as

Ry R

E{YY'} E{YY}} }

R = ~
’ { E{YyY'} E{vyV}
where Ry is the (N — 1) x (N — 1) singular covariance matrix of the vector y

and 05 is the variance of the random variable Yy. The conditional mean and
N
variance of Yy are

N-1
E{Ynly} = R, yR;7=c"y=Y cu
=1
var{Yyly} = o, —R, yR Ry, (5.31)
where ¢” = RyNS,R;, ci,t=1,...,N —1 are the elements of the vector c, and

Ry is the g-inverse of Ry.

Conditioned on the vector ?, the random variable Yy is Gaussian with
mean and variance given in the expressions above. Then the random variable
Uy = |Yn| has a Rice distribution with noncentrality parameter

N-1 2
§2 — ’21:1 Ci Vi (5.32)
and parameter
o? = var{Yy|y}/2 (5.33)
Hence the integral in (5.29) can be written as
- * u
snd) = [ Bew [+ ) 207 ho(ws/oN) dur (534)
b(n.y) 7
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and the FAP becomes

CLRNMF — / / / %eXp[*(u%+32)/202}10(U15/02)f(5’) du,dy

—o° b(n,¥)

(5.35)
where f(y) is the density corresponding to the singular Gaussian distribution
SCN n-1(0,Ry). This is one expression for the FAP of the LRNMF detector
for arbitrary covariance matriz Ry of the primary data vector.

5.3.2 Exact FAP: using nonsingular Gaussian distributions

We start with the covariance matrix Ry of X; ~ SCN n(0,R;) having some
rank say p < N in (5.14) and write its decomposition as

R; = QR;Qf = VAVT (5.36)

where V is the matrix of eigenvectors corresponding to the eigenvalues {\;}V
in the diagonal matrix A, which can be written as

MO0 . . 0
0 .
_ Ap -
A= i . (5.37)
.0
0 0 0
Define
A0 0
o . . . .
A, = e (5.38)
.0
0 0 X
and
V, = upper left block of V € RP*?
Vy_p, = lower left block of V € RIN=P)xP (5.39)
Using these definitions we can write R; as
V,A, Vi VA,V
R1_< peree Py pr > (5.40)
Vn_pAp V;[, VnpAp Vi,

which also turns out to be the covariance matrix of a new vector X; defined as

Vy

X, = [ v ] AZW; W~ CNL(0,1) (5.41)

N—p

NXxp
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and hence this new X is statistically identical to the vector X; in the beginning
of this subsection. This is a well known representation ([20]) for expressing a
singular Gaussian vector in terms of a nonsingular Gaussian vector with inde-
pendent components.

Substituting this definition into (5.17) yields the likelihood ratio

|tTX1‘2
ALr
%11
v 1/2 ?
ti Pl AW
— ’ { ViN-p } !
1/2 ¥ A% 1/2
WiAL [ vi Vi, ] [ Vi } A2 W
v 2
‘t* [ P ] AW
= Vv (5.42)
WA, W
Now define
Y = APW (5.43)
and the p x 1 unit vector
t) = [ vi Vi, }t (5.44)
Then Y ~ CN,(0, Ap) and the likelihood ratio becomes
tly[?
AR = 5.45
yly (545)

Next we find a unitary transformation H (not to be confused with the unitary
transformation H defined on page 78) such that

ee=Ht;=(1 - - - 0)" (5.46)
Then the likelihood ratio can be written as
TH 2
AL = leiHy[" TY| (5.47)
y'y
Defining
Z=HY (5.48)
leads to -
le;z|
Air = 4
=02 (5.49)
with Z ~ CN,(0,R) where
R. = HA, H! (5.50)



The likelihood ratio test can therefore be written as

21> H

5 5 n (5.51)
21‘2 0

;1| |

where the z;’s denote the components of z. Rearranging yields
H, P 9 1/2
al 2 (130, laF) (5.52)

where 1, = n/(1 —n), which can be considered (somewhat loosely speaking)
as the nonsingular version of the test in (5.26) on page 79. The rest of the
derivation for FAP is similar to those in Section 5.3.1 but we go through the
steps.

Defining z = ( Z2 - - - Zp )T, the covariance matrix R, can be parti-

tioned as
Al -
S BEED

[ E{|Z:"} E{ZZ7} ]
E{ZZ:}y E{ZZ'}

(1>

2
0'1 Rzlg
[ Rs., Rs } (5.53)

The random variable Z; is conditionally Gaussian with density f(z1 | z) cor-
responding to the distribution CN(ue,0?) where the conditional mean and
variance p. and o2 are given by

pe=E{Z1 2} = R.;R;'z
o2=var(Z, |zZ) = of —R,:R;'Rs, (5.54)

The random variable U = |Z;| is then conditionally Rice with density
flul|z)= %exp [— (W + s)/20%|Io(us/0?), uw>0 (5.55)
o

where s = |u.| and 02 = 02/2. Defining

bn.z) = (3" ) (5.56)

?

the FAP of the test in (5.52) can be expressed as

YT RNMF T P(|Z1‘Z (HOZ:;Q‘ZAQ)UQ)

E{P(U > b(n, Z)\Z)}
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2 E{g(n,2)} (5.57)
where -
9(n,z) = /b % exp [ — (u* + s*) /20| Io(us/0?) du (5.58)

(nz) 7

using (5.55). Then, similarly to (5.35), the FAP can be written as

O RNMEF = / / / % exp [ — (u? + s?)/20%] Io(us/0?) f(Z) dudz
—00 —oo Jb(n,z) O

(5.59)
where f(z) corresponds to the (nonsingular) density of CA/,_1(0,R;). This is
the second expression for the exact FAP of the LRNMF detector for arbitrary
covariance matriz Ry of the primary data vector.

5.4 Nominal statistical model for simulation and
threshold setting

A nominal statistical model for the radar returns in the (target-free) primary
data vector is required in order to be able to specify a covariance matrix Ry
under the Gaussian assumption. Such a model can then be used to derive thresh-
old settings for desired FAP values for the detector either through simulation
or through direct computation of FAP expressions.

For the disturbance covariance Rq = sR.. + I in (5.2) we start again with
the low clutter-rank approximation of (5.4) on page 76 as

r

N
Z(s)\i—&—oz) uiu;[ + Z o? uiuj

i=1 i=r+1
= UDU' (5.60)

Rqg

and identify the matrix of eigenvalues D as

D = diag(sh+0°....s\ +0%0%...,0%)
= o’diag(1+shi/o?,...,1+ s\ /0% 1,...,1) (5.61)
——
N-—r

Now, choice of the unitary matrix U of eigenvectors will determine the covari-
ance matrix R4. The simplest choice that can be made (at the risk of seeming
somewhat subjective) is U = I. In such a case, Ry = D. That is

148\ /02 0 . .0
0 . .
2
Ry—D=o> L+sd /o : (5.62)
L0
0 0 1
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It turns out that this choice is not without some practical significance. In a
special case, using the high clutter-to-noise ratio assumption

o2

>1

with
ol=1; \=1,i=1,...,r
leads to a covariance matrix of the form
s 0 . . 0
0 s . . .
R;,=D= e (5.63)
... .. 1L o0
o . . 01
A plot of the eigenspectrum of /ﬁd estimated from Gaussian data generated
according to the above Ry is shown in Figure 5.1. This eigenspectrum shows
a close resemblance to the eigenspectrum estimated from KASSPER data, [17].
We note of course that this property of our model is due to the shape of the
matrix of eigenvalues D (rather than the particular choice U =1).

A consequence of the structure of the nominal covariance matrix R4 in (5.62)
is described in the following subsection.

5.4.1 Exact FAP of LRNMF detector: nominal R,

We calculate here the FAP of the LRNMF detector when the covariance matrix
R, of the primary data vector is as in (5.62). The assumption of high clutter-
to-noise ratio is not used. Therefore, the only restriction is on the shape of Ry.
As Ry is diagonal, it follows that its eigenvector matrix U are composed of the
columns of I and hence, for a given r, the projection matrix Q is given by

Q = I- iuzui
i=1

N—r
T
=1
0o . . . 0
_ 0 : ' (5.64)
.. .0
0 . . .01

which is of rank N — r. Applying this and Ry in (5.62) to (5.36) yields
R, = VAV
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= Q (5.65)
This implies, from (5.37), that

10 0
0 :
Ao 66
.. o0 . (5.66)
.. .0
0 . . .00

p =N —r, and thus A, in (5.38) is A, = Iy_,. Using this in (5.50) yields
R. = Iy_,. Therefore the test in (5.52) represents a simple CA-CFAR test
with FAP given by
O pamr = (1~ )N

which coincides with the expression for the LRNMF detector in (5.11) on page 77.

Therefore we can conclude that whereas the above formula is an approxima-
tion (albeit a good one) for the FAP under the assumptions of low clutter-rank
and high clutter-to-noise ratios, it is an exactitude if the covariance matrix of
the data possesses the structure in (5.62). In the latter case the clutter-to-noise
ratio does not matter.

5.5 The LRNAMEF detector
The low-rank normalized adaptive filter (LRNAMF') detector is described by

_ |sT(1— P)x]? <
Avnea = (sT(I— P)s)(xT(I— P)x) 27 (5.67)

where R ; .
P= Zi:l u;u (5.68)

and {u;}?V are eigenvectors of the covariance matrix estimate Ry obtained from
the secondary vectors with r being the estimated rank of the clutter component
of the disturbance.

5.5.1 FAP approximation: low clutter rank and high CNR

The main difference between the LRNMF and LRNAMF detectors (the former
given in (5.9)), for a fixed value of r used in both detectors, lies in the set of
eigenvectors {u; }V used to compose the matrix P (or /15) However, for the
low-rank clutter model of (5.4) and subject to the high clutter-to-noise ratio
approximation of (5.7), the FAP performance of the LRNMF detector is given
by the expression of (5.11) and this is independent of the eigenvectors used in the
detector. This implies that the LRNMF detector is CFAR with respect to the
structure of covariance matrices Ry of data that arise from models satisfying
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these assumptions. Therefore, for data having the same eigenspectrum as in
the above model, and for the same value of r used in both detectors, the FAP
performance of the LRNAMF detector will be, largely, equal to that of the
LRNMF detector and given by the same formula for each realization of sample
covariance matrix Rq. The LRNAMEF detector will also be approximately CFAR
under the above assumptions on clutter rank and power. Nevertheless, it must
be emphasized that the FAP expression of (5.11) is an approximation.
The above conclusion is borne out by simulation results.

5.5.2 Exact FAP: arbitrary covariance Ry

If the model assumptions do not hold, specifically in cases where the CNR is
not high, then the expressions for exact FAP of the LRNMF detector derived
in (5.35) and (5.59) can be used to determine the exact FAP of the LRNAMF
detector. Whereas the influence of the secondary vectors on the LRNAMF
detector is felt through the eigenvectors in P, via singular value decomposition
of the covariance matrix estimate Ry, the FAP is affected by the covariance
matrix R, in the expression (5.59). This matrix is derived from the eigenvectors
in P through a series of transformation described in Sections 5.3 and 5.3.2 and
is, strictly speaking, a random matrix whose statistical properties are related to
those of the secondary vectors. Therefore the FAP expression for the LRNMF
detector in (5.59) can be considered as a conditional probability expression; the
average of this over the statistics of the covariance matrix R, will produce the
exact FAP performance of the LRNAMF detector. Although it does not appear
to be analytically tractable, this fact can be formally expressed by

¥ pnavr =  Pr.{og(Rz)}

Er,{E{9(n,Z)|R,}} (5.69)

with g(n,z) given in (5.58).

5.6 Simulations for LR detectors

We describe here the simulation results obtained for FAP and threshold estima-
tion for both LRNMF and LRNAMF detectors for various assumptions on the
data covariance matrix Ry. The two FAP expressions, (5.35) and (5.59), have
been used to set up estimators for FAP. The estimator for the LRNMF detector
can be written as

K

~ 1 5

YLRNMF T E 9(n,Z);  Z~CNp_1(0,Rz) (5.70)
1

87



For simplicity we have not used any IS. The FAP estimator for the LRNAMF
detector is configured as

171 & oo @
A pnavE = EZ[E Z[g(n’ Z)](l)} ;
1 1
Z ~CN,_1(0,R;), R; ~ f(secondary vectors) (5.71)

where the inner simulation is conditioned on the covariance matrix R, which
depends on the data covariance Ry in place.
Detector thresholds have been estimated using the inverse method.

5.6.1 R,; models used

Three different data covariance models have been used to study the perfor-
mances of LRNMF and LRNAMF detectors for FAP as well as detection prob-
ability. The models are

Case 1 : In this model, the disturbance is assumed to be white Gaussian noise
which ideally has a flat eigenspectrum.

Case 2 In this model we use an eigenspectrum with eigenvalues ranging from
10* to 0.1, covering the same range as Model 1, but linearly (in dB) with
eigenvalue number.

Case 3 This is the nominal disturbance model which has the matrix of eigen-
values described in (5.63), and corresponds to the case of low clutter-rank
and high CNR.

Data generated using these models have estimated eigenspectra shown in Fig-
ure 5.1. Wherever detection probability results are provided for a certain model,
the detector thresholds used have been estimated to provide the stated FAPs
for that model.

5.6.2 Results for FAP

The first result for FAP of the LRNMF detector is shown in Figure 5.2 for
the eigenspectrum of Case 3. As expected, the simulation results using the
g-method coincide with the formula of (5.11), indicated by stars in the figure.
Corresponding simulation gains for the g-method are shown in Figure 5.3.

The next figure, Figure 5.4 shows results for FAP versus thresholds of the
LRNMF and LRNAMF detectors for the three eigenspectra models. Lack of
CFAR is clearly observed for both the LRNMF and LRNAMF detectors with
change in the covariance structure of the data. However, a surprising obser-
vation is that for the same data eigenspectrum, the LRNMF and LRNAMF
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Figure 5.1: Estimated eigenspectrum for the 3 data models. Clutter rank is
r=33.

detectors match very closely in terms of achieved FAP wvalues for given thresh-
olds3. A plausible explanation for this behaviour lies in the following arguments.
Firstly, LR detectors seem to ignore some of the information available in the
secondary vectors, depending solely on the eigenvectors obtained through spec-
tral decomposition and not on the actual estimated eigenvalues. Furthermore,
for a sufficiently large number L of secondary vectors, the estimated eigenspec-
trum resembles the actual eigenspectrum in shape. This fact may manifest
itself through the eigenvectors of the spectral decomposition. We emphasize
that although the match between LRNMF and LRNAMF detectors appears
close graphically, numerical estimates obtained for the two detectors do differ.

Estimated simulation gains for the LRNAMF detector are shown in Fig-
ure 5.9.

5.6.3 Results for detection probability

Various detection probability results are shown in Figures 5.6 - 5.9. Figure 5.6
shows that the detection probability of the LRNAMF detector is almost un-
changed from the homogeneous case in the presence of interfering targets in the

3The exception appears to be Case 2. However this is not a departure from the above
observation as the number of simulation trials for FAPs below 2 x 10~% were insufficient,
according to gain estimates that were made. Hence more simulations are required to make a
definitive conclusion for this eigenspectrum.
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LRNMF detector, g —method, N =128, r=33,K = 10°
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Figure 5.2: Comparison of the g-method estimator and formula (5.11) for FAP.
N =128, r = 33. Eigenspectrum is for Case 3.

secondary data, for both Swerling 0 and 1 target models. Comparisons with
other detectors are shown in Figure 5.7 and Figure 5.8 for the eigenspectrum of
Case 3. Comparing the performance of the adaptive detectors (LRNAMF and
NAMF) for this model, the LR version performs better than the NAMF detector
for both Swerling 0 and Swerling 1 target models, not only in the homogeneous
case but also in the presence of interfering targets contaminating the secondary
vectors. On the other hand when the background is as in Case 1 (i.e., clutter has
rank zero), the NAMF detector performs better than the LRNAMF detector in
the presence of interfering targets, as shown in Figure 5.9 and Figure 5.10. In
homogeneous background the NAMF detector performs better for the Swerling
0 target model and the two detectors perform the same for Swerling 1 target
model.
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Figure 5.3: Gain of the g-method for N = 128, = 33. Eigenspectrum is for
Case 3.
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Figure 5.4: Thresholds versus FAP for three eigenspectrum models.
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Figure 5.5: Gain of the g-method for N = 64, L = 128,r = 33. Eigenspectrum
is for Case 3.

LRNAMF detector, N = 64, L = 128, r = 33, Pfa:10_6
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Figure 5.6: Detection probability for LRNAMF detector, N = 64,L = 128.
Eigenspectrum is for Case 3.
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Swerlin 0, N =64, L =128, r = 33, Pfa=10_6
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Figure 5.9: Detection probability comparisons (Swerling 0), N = 64, L = 128.
Eigenspectrum is for Case 1.
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Figure 5.10: Detection probability comparisons (Swerling 1), N = 64, L = 128.
Eigenspectrum is for Case 1.
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5.7 Conclusion

In this chapter some theoretical investigations have been made into the perfor-
mance of low-rank STAP detectors. Principally, we have been able to character-
ize the FAP performance of LRNAMF detectors in terms of detection thresholds
and disturbance backgrounds. Several detection probability simulation results
have also been obtained. Some of these results are surprising and might seem
somewhat counterintuitive. We have not been able to find complete justifica-
tions for these observations and clearly further work is required.
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Importance sampling for characterizing STAP
detectors

Rajan Srinivasan and Muralidhar Rangaswamy

~ Abstract—This paper describes the development of adaptive  In the following we use lessons learnt from developing
importance sampling techniques for estimating false alarm prob- |S techniques for characterizing conventional CFAR detec-
abilities of detectors that use space-time adaptive processing tors and describe an experiment in applying them to STAP

(STAP) algorithms. Fast simulation using importance sampling . . ; . .
methods has been notably successful in the study of conventionaldeteCt'on' The starting point of this effort is the celebrated

constant false alarm rate (CFAR) radar detectors, and in several AMF detector derived in [2] and which represents the array
other applications. The principal objectives here are to examine version of the workhorse cell averaging (CA) CFAR detector
the viability of using these methods for STAP detectors, develop for conventional radar signal processing algorithms. The false
them into powerful analysis and design algorithms and, in the alarm probability (FAP) performance of the AMF detector is

long term, use them for synthesizing novel detection structures. K in int | 'f d tai diti d b
The adaptive matched filter (AMF) detector has been analyzed nown In integral 1orm under certain conditions and can be

successfully using fast simulation. Of two biasing methods con- humerically computed to any desired accuracy. Thus it forms a
sidered, one is implemented and shown to yield good results. suitable basis for validating our simulation experiments. Two
The important problem of detector threshold determination is  specific IS methods (described in the sequel) are presented
also addressed, with matching outcome. As an illustration of and the better (and also easier) one is implemented. As a
the power of these methods, two variants of the square-law .

AMF detector that are thought to be robust under heterogeneous demonstration OT the power of IS methods, the envelope-
clutter conditions have also been successfully investigated. Thesdaw and geometric mean detectors are presented and analyzed
are the envelope-law and geometric-mean STAP detectors. Their using fast simulation. These are variants of the AMF detector
CFAR property is established and performance evaluated. It and their FAPs are not known in analytical form. Their CFAR
turns out the variants have detection performances better than property is established and FAP behaviour characterized using

those of the AMF detector for training data contaminated by IS. A brief . f detecti f fall 3
interferers. In summary, the work reported here paves the way ) riet-comparison of detection periormances or a

for development of advanced estimation techniques that can detectors is made. In the long term, our aim is to develop
facilitate design of powerful and robust detection algorithms. and apply these fast simulation techniques to modern STAP

detection algorithms (see [3] - [5], and references therein). An

Keywords STAP, AMF, Importance Sampling (IS), CFAR important goal in this context is to devise IS biasing methods

GM-STAP, E-AMF, Homogeneous clutter, Complex Gaussiemat result in simulation times that grow slowly with decreasing
PDFE. ' ' ’ FAPs. This remains an open problem.

As well known now, IS is the chief simulation methodology
for rare-event estimation. It is an enduring method that has
I. INTRODUCTION had success in several areas of science and engineering, [6].

Estimati ¢ fal | babilit f detecti | Briefly, IS works by biasing original probability distributions
_=stimation ot false aiarm probabllilies of detection aigog, ways that accelerate the occurrences of rare events, con-
rithms that employ space-time processing is examined h

ing f d Monte Carlo (MC ! . i IS Ecting simulations with these new distributions, and then
using forced Monte Carlo (MC) or importance sampling ( ompensating the obtained results for the changes made. The

simulation. Space-time adaptive processing algorithms rag/ﬁncipal consequence is that unbiased probability estimates

of mgch Importance for radar detec_t|on, [1].’ [2]. '_I'hey arith low variances are obtained quickly. The main task in IS
notoriously intensive from a computational point of view, Wlﬂaﬂh

; . therefore is determination of good simulation distributions for
the more advanced (and robust) ones being also analytic

difficult to quantify. Therefore, it is appropriate to attempt § application. Simulations performed using such distributions
: ’ n provide enormous speed-ups and, if applied successfully,
develop fast simulation methods that could be used in th an prov us sp up "' abpi ; ury

vsi d desi Shulation lengths needed to estimate very low probabilities
analysis and design. can become (only) weakly dependent on the actual probabili-

ties. When these probabilities satisfy a large deviations princi-
The work of the first author was supported by the European Office of P fy 9 P

Aerospace Research and Development, London, UK, in collaboration witi€; then several asymptotic results are available for devising
the Air Force Office of Scientific Research under Award No. FA8655-04-simulation distributions, [6]. For most detection applications

3025. Portions of this paper were presented at the IEEE International Rafigfyever. it appears that adaptive methods which attempt to

Conference, Washington, DC, USA, May 2005. L . iaht be bett ited. Th h
R. Srinivasan is with the Telecommunication Engineering Group, unfnINIMIZe error variances mig € better sured. ere have

versity of Twente, PO 217, 7500 AE Enschede, The Netherlands (emddleen some recent attempts in the literature, for example [7],
r.srinivasan@ewi.utwente.nl). _ [8], to apply IS for FAP estimation of CFAR detectors with

M. Rangaswamy is with the Air Force Research Lab- . d f o K Its d | d
oratory  Sensors  Directorate,  Hanscom  AFB, MA. UsAvarying degrees of success. Our work uses results develope

(email:Muralidhar.Rangaswamy@hanscom.af.mil). in [9] and [10], with an adaptive implementation of the so
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called g-method. Recent theoretical and application work owhich can be used to numerically determine the threshold
this method can be found in [11] and [12]. The groundworgetting for a desired FAP. As shown in [2], the test in (1)
for the present results was laid down in [15] which, to outan be rewritten as

knowledge, is the first article on the topic of using IS for R H, R
studying STAP detection algorithms. Is'/R7'x]* = ns'R7's
During the conduct of simulations reported herein, some 0 I
issues concerning the adaptive 1S algorithms used arise, and _n Z | Sfﬁqx(l)ﬁ ©)
these are discussed briefly. The positive outcome of the L —

methods used is that excellent match with numerical results is. )

obtained. The succeeding sections provide a brief statem&RfS 1 in the form of a vector (or, array) version of the
of the detector tests, how IS biasing can be performed Y§U@ CA-CFAR test. The LHS is a square law detector,
hasten false alarm events, description of gmethod which being the output of a matched filter (matched to the direction

is a conditional IS technique developed originally for studying N Which the array is steered) for incoherent detection
sums of random variables [9], hoinverse IScan be used to USING the so-called sample matrix inversion (SMI) beamformer

. ’\71 .
estimate (and choose) detector thresholds, a methodology #5idnts R™'s. The RHS represents a cell averaging term.
using the fast adaptive algorithms, simulation results, andFHrther details on these issues can be found in the references

conclusion. mentioned above.

B. The AMF (envelope-law) STAP detector

In contrast to square-law detectors, it is known to radar
In a radar system consisting of a linear array\afantenna engineers that envelope detectors possess some robustness

elements a burst ofV; pulses is transmitted, resulting in aproperties in terms of detection performance when the training
return of NN, = N samples in each range gate. The data is contaminated by outliers or inhomogeneities. Accord-
complex samples are arranged in Ahx 1 column vector ingly, the envelope-law STAP version of the AMF (abbreviated
and there arel, + 1 such returns. The range gate return t@ereafter as E-AMF) detector is proposed here and its detec-
be tested for the presence of target is called the primary déts properties evaluated. It takes the form
and is denoted by while the remaining vectors are known o L
as the training (or secondary) data, assumed to be free of |sTf{_1x| 51 %Z‘Stﬁ—lxuﬂ (4)

=1

II. STAP DETECTOR VARIANTS

target signal, and denoted by(l), I = 1,...,L. A target 0

return is modelled as consisting of &1x 1 steering vectos o )
with an unknown complex amplitude in addition to cluttefVNere 7 denotesthe threshold multiplier. An analytical

interference, and noise. The primary and secondary dgpression or approximation for the FAP of this detector is
vectors are assumed to be jointly independent and zero-mda, known.

spherically symmetric complex Gaussian, sharing she N

covariance matrixR = E{XX'}, where the superscript C. The geometric-mean STAP detector

denotes complex conjugate transpose. Also proposed here is the geometric-mean STAP version of
the AMF detector (abbreviated as GM-STAP). Conventional
CFAR detectors that calculate the geometric means of the
range cells in the CFAR window (usually referred to as log-¢

Under these assumptions the AMF detection test, as aletectors) are known to have robustness properties. The STAP
tained in [2], is given by variant takes the form

A. The AMF (square-law) STAP detector

|stﬁ’1x|2 Hy

I 1/L
~ H; —~

~ > (1) sTR™ x| > sTR™x(l 5

SR-1s ;U” | \fing El O] %)

where where 7, denotes the threshold multiplier. Note that the
. 1 & GM-based square- and envelope-law versions are identical
R= Dx(1)T i : i
= EZX( )x(1) (except for a trivial squaring of threshold multiplier). For
=1

the sake of completeness, the value of the multiplier as
is the estimated covariance matrix-obased on the secondarythe number of training vectord — oo is calculated. In
data (also referred to as sample matrix), anid a threshold such a case,ﬁ L, R, sSRx 2 sTR™1X,
used to set the FAP at some desired level. This test has g Sfﬁ_lx(l) RN stR™1X(l) in the absence of tar-
CFAR property. The FARy of the test is known to be givenget. AssfR~'X and stR~'X(l) are i.i.d. and distributed
by as CN1(0,sTR~1!s), it follows that the squared envelopes
I /1 PN N |sTR™!X|? and |sTR™'X(l)|? are exponentially distributed,
0

(L-N+1)I(N—2)! de

(1+nz/L)L-N+1 1This test was actually suggested in [16] but its performance was not
(2) evaluated.

o =
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each with meanR.~'s. Using convergence arguments baseid described below. In setting up the joint densitiesXofind
on continuity, [14], it is straightforward to show that theX;, we use the fact that the FAP of the AMF has the CFAR
asymptotic FAP of the GM detector i&p(—né exp(—y)) property and is independent of the true covariance ma&rix
where~ is the Euler constant. Hence the (asymptotic) threshhis is so under the assumption of Gaussian distributions for
old 5, required to provide a FAP afo—*% is 4.9605. A similar  the data. In such a case, the simulation of the AMF test can be
calculation can be easily made for the E-AMF detector.  carried out for data possessing a diagonal covariance matrix
Both the E-AMF and GM-STAP detectors have the CFAR, denoting theN x N identity matrix. Therefore, primary
property under the assumption of homogeneous Gausséard secondary data can be generated as complex vectors with
characterization as stated in the beginning of this section; theidependent components. The unbiased joint densities are
FAPs are independent of the true target-free covaridRce

. : : e—x'x e~ L1 x(D)x()
This is shown in Appendix I. f(x) = — and f(xp) = —
[1l. FAP ESTIMATION USING IS so that e (D ()
This section describes procedures to quickly estimate the f(x,x1) = © :

FAPs and threshold multipliers of STAP detectors using IS. (LN

The standard (square-law) AMF detector is used for eXVith .scaling performed as described above, the biased joint
position. The detector variants are handled using paralf@nsity takes the form
arguments. —Lxtx—1 5 Lx)tx()
. . . . . . e a 0 1
The actual form of biasing considered here is simple scaling. fe(x,x1) = TFDNGNGLN
While other techniques (superior in terms of simulation gains) o T ] a
can be devised, scaling is easy to implement and yieltRsultingin the weighting function

conservative but reasonable results.
W(X,Xr;a,0) = 7f(X’XL)
f* (Xv XL)

_ CaNeLNeA/aeB/Q (7)

A. Square-law AMF detection

Two strategies to estimate FAPs using IS are two-
dimensional (2-d) biasing and the conditioramethod pro- \where
cedure, described in this section. The 2-d biasing scheme I
parallels the approach used in previous works on conventional 4 — xix, B= Zx(l)*x(l), andC = ¢~ “A+B)  (g)
CFAR algorithms, as cited in the introduction. It can be useful n
in situations wherein the more powerfggmethod might be
difficult to apply.

1) 2-d biasing: To estimate FAP using IS, we make the
following observations. Suppose each complex sample of a
secondary vector is scaled by a real (and positive) numkggn ,, denoting the vector biasing paramete, )7 <
91/_2. This has the effect of scaling the covariance matr'F7%) x (0,1]. The quantity/ is given by
estimateR. by 6. Therefore, as far as the covariance estimate
is concerned, both sides of the test in (3) remain unaffected I(v) = Ef1(AWX,XL;v)}
by the scaling. However, each secondary vector being scaled = E{1(AWX,XL;v)} (10)
by /2 results in an additional scaling of the RHS By ] ) o
Hence choosing less than unity will have the effect Ofwhe.re. theT expectatleE'* proceeds over bla}se.d distributions.
compressing the density function of the random threshold ¥finimization of vara with respect to the biasing parameters
the test. Further, a scaling of each complex component of ife€duivalent to minimization of and is described in Ap-

primary vector by a real positive'/2 will achieve a scaling PENdix Il. _ _ _
of the LHS of the test by:. Thus, choosing: larger andd 2) The g-method estimator:This method exploits knowl-

smaller than unity will achieve an increase in the frequen@fi9€ of underlying (input) distributions more effectively, yield-
of occurrence of false alarm events during simulation. The |89 & more powerful estimator. Additional advantages are that
optimization problem will be a two-parameter one. only a scalar 'parameter optimization problem n.ee.ds 'to be
Denoting by.A the false alarm event in (3), the unbiased |&ckled a_nd thénverse ISprobIem (for threshold optimization
estimator in an i.i.d. (independent and identically distribute@ Seléction) can be easily solved. The FAP can be written as

The variance of the IS estimataér can be expressed as

vara = %[I(u) —a?] 9)

simulation can be expressed as a = P(A)
K _ R -1y 2 tR—1
1 . = F{P(|s'RTX|*>ns'R7's| Xy, Hoy)}
a=—=—> 1AWX,X5;:a,0)]?; X, X,~f (6
where K is the length (or number of trials) of the IS simu-whereg(X) denotes the conditional probability in the second
lation, 1(-) denotes the indicatoX ;, = (X(1),...,X(L))", step. The conditioning implies that the covariance matrix

and the notation~ f, means that all random variables ar@stimateR is given. We proceed to estimateusing the form
drawn from biased distributions. The weighting functidn in the third step above.
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With the conditioning in mind it is easy to show, assuminghich is just a one-dimensional version of (35) in Appendix II.
that X is rotationally invariant and Gaussian, that the randoithe reader is again referred to this appendix for definitions of
variablestR™'X £ wfX is distributed asC 1 (0, w Rw)
with independent real and imaginary components, and thed its derivatives (with respect #) that are used in (17).
weight vectorw = R™'s. Hence the random variablg =
|sTR~1X|? is exponential and has the density function

< 7 efy/wTRw
- y>
f(y| L, 0) wiRw , Y= 0
Therefore
9(Xy) = P >nsiR's| X, H)
e P
where R
_s'R7!s
~ wiRw

Notethat if R = R, theng(X,) = e~" and this is the FAP of

quantities in the summands of the following estimatorsfpr

These are respectively given by

K

LO) = 2 lPX WA X0
K

0O = & g (X)W (X 0)W(Xz;6)])
I:(l

10) = 2 Sl (X)W (Xe:0)Woo (X1:0)) )

(18)

whereX ~ f, in all 3 estimators above.
3) Threshold determinationThe converse problem, namely

the AMF when the covariance matrix is known. As discussdbat of finding by fast simulation the value of detector thresh-
before, we run simulations with homogeneous data possesgit@n satisfying a prescribed FAP, is an important task that can
an identity covariance matrix, that is, wiR = I. The g-
method IS estimator then takes the form

~

Qg

with D given by

K
1 _
= ?Z[Q(XL)W(XDG)](Z)
=1
1 & ,
= = e L o~ Jx
% TOW (X :0)]@ f. (12
=1
D = STﬁils
[[wl[?
TR -1
_ SR (13)
st(R~1)2s

Now, choosing the (single) biasing parametex 1 pro-

duces a decrease i, thereby causing a higher frequency of

be readily carried out using the estimator of (12). The genesis
of the method lies in the so calledverse ISproblem first
formulated and solved in [9]. The solution is to minimize a
“squared performance error” stochastic objective function

J(n) = [ag(n) —

where o, is a desired FAP. A typical example is shown in
Figure 1 for an E-AMF detector. All detection algorithms that
involve a threshold crossing will possess objective functions
that have the general behaviour shown dQr< 1, assuming

of course that the FAP estimate is (in a stochastic sense)
monotone in the thresholg. Minimization of J with respect

to 7 is carried out by the algorithm

o)

0o — O
Mm+1 = Nm + 6770/\/79(777n)’
%(Tlm)

m=1,2

g Ly en

(19)

occurrence of the false alarm event or, more appropriately Whered, is a step-size parameter and the derivative estimator
this case, a larger value of thefunction. Note that use of in the denominator is given by

the g-method obviates the need to bias primary data vectors.
Determination of a good value @f proceeds as described in

Appendix Il. The weighting function is simply

W (xy;0) = "N e (17108 (14)

which can be deduced from (7) by settiag= 1. The variance

of this es

where

timator is given by
vara, = %[Ig(e) —a?] (15)
L,(0) = B¢ (Xp)W*(Xr:6)}
B{g*(X1)W(XL;0)} (16)

The minimization of (an estimate of], with respect to the
biasing parametef is carried out using the recursion

14(0m)

0= =1,2
15 (6m)

, m )2, ...

O = O — (17)

1 K

) = === D[P e W (X50)];

=1

~ fo  (20)

with the prime indicating derivative with respect to Note
that this derivative estimator actually estimates (negative of)
the probability density function of the AMF statistic on the
left hand side of (1) under the hypothesis that target is absent.
The threshold-finding algorithm of (19) is a key component
of the fast simulation methodology.

4) Simulation gain:A useful measure of the effectiveness
of any IS procedure is the simulation gdih It is the ratio
of simulation lengths required by conventional MC and IS
estimators to achieve the same error variance. The variance of
an MC estimator i = 1) is given by (a — a?)/Kyc for a
simulation lengthKyc. Hence, using (9), the IS gain for the
estimator of (6) is

F:KMC Oé—Oé2
K

I(v)—a?

(21)
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with 7(v) defined in (10). Similarly, using (15), themethod The corresponding FAP estimators are obtained by us-
estimator of (12) has gaifi, over MC estimation given by ing the above definitions in (12) witly(X ) replaced by

oo exp(—n? Dg) andexp(—n? D¢) respectively. The threshold
Iy=—7—— (22) finding algorithm in (19) is altered accordingly.
I,(0) — a?
where I, (6) is given by (16). Note that setting = 1 in the IV. MECHANIZING THE IS ALGORITHM

above provides gain of thg-method estimatomithout IS o A methodology

The estimator always has a smaller variance and consequentl)ﬁLh _ . fh di " ved
T, > T. Comparing (21) and (22), it is sufficient to show that e various issues of the preceding sections are summarize

I, < I to prove this. This is done in Appendix Ill. In an IS s!mléla;Uop mlethodolo_gy thfathoutltljnes' the Ipnnp;}pal
As seen in the sequel, estimation of gain during simulatio'srﬁ,eps required for implementation of the adaptive algorithms.

plays an important role in mechanizing an IS methodolog&'s a cautious methodology which has been used in previous

that allows rare events to be studied quickly. In particulgr, ork; on app!lcatlons of 1S. .
is estimated as Of interest is the extreme but realistic (and often encoun-

~ Qg — ag tered) situation where we have no knowledgkatsoeverof
9T T —az the FAP« of a detection algorithm for a given value of thresh-
I,(0) — a2 . o .
old n. In such a case, referring to the objective function of

whereinthe required estimates are given in (12) and (18). Tlgure 1, the basic idea of fast adaptive simulation is to travel
denominator of the above equation is related to an estimategefvn the curvefrom its left side An initial («a,,17,) pair is
the IS variance, denoted &ar a,. Substituting (12) and (18) needed. It is easily obtained using conventional MC simulation

into (23) and performing a little algebra yields for a high value ofa,, say0.1 (and a correspondingly low

7 9) — a2 value of7,), using K = 100/«, = 1000 trials according to
vara, = % the well known MC thumb rule. This can be accomplished
K quickly with a few experiments. Théw,,n,) pair (whose
_ R Zz[y —y,]? accuracy need not be very high) provides the starting values

2K° & = R for the IS procedure. It begins by forming the estimatg) at

i£j the threshold;, (using 1000 trials) and locating its minimum

> 0 (with probability 1) (24) (possibly graphically) as a function of the biasing parameéter

h (XWX 0D Th , : ._Itis advisable to search for the optimum bias, denoted,as
wherey; = L9 L? (Xz; )]_ - The variance estimate ISy rting fromd = 1 to avoid locating an overbiasing minimizer.
asymptotically unbiased and it is easy to show, using (15) atﬁﬂs leads, via (23), to an estimate of the maximum 1S

o~ o~ P ~ .
(24), thatvar o, — vara, — 0 asK — oo, for anyfixed . o4 ayajlable (with a possible correction fa) and results
If the IS estimator of 56)) is used_ mstea_d c_)f (12), t.he the quadruplet(ao,no,eo,f(ﬂ(,)). At this stage the IS
yi = [L(A) W(X, X;0,0)" and the inequality in (24) will ;yan1ations are implemented. The threshold-finding algorithm
not be strict, leading to a non-zero probability of |nstab|l|t)(/)f (19) is implemented with initial valuey, for a new pre-
in gain estimation. One way of trying to prevent this fron% ecified o, slightly smaller than the initiaky, and using
happening is to overbias the simulation, but this can resu“éﬁconservative number ok = 100/(a f(e )) for the IS
underestimation of the false alarm probability. Such 'nStab'lfFials. It is conservative because we know that simulation gain

t|e§ d(,) not occur ‘_N'th thg-method estimator and this is ON€ncreases with decreasing rare-event probability and hence this
of its implementation advantages. number is guaranteed to provide better than the rule-of-thumb
accuracy at the new,. Note that most of the IS gain can be
B. E-AMF and GM-STAP detection leveraged if the FAP decrements are kept small. The biasing
False alarm probability IS estimators for these two detectalgorithm of (17) is implemented simultaneously usthgas
variants are set up in completely parallel fashion, starting withitial value. At the end of the adaptations the resulting gain
the expression in (12). The only difference is in the definitiols estimated for updating’ and a new quadruplet is obtained.
of the quantity D (given in (13) for the AMF detector), This is continued until we have a complete characterization of
while the threshold multipliers get squared. This follows bfalse-alarm behaviour of the detector down to the desirgd
observing from (3), (4), and (5) that all 3 detectors studiethe procedure is summarized below.
here differ, primarily, on the right hand sides of their respective 1) Implementation:Define the se(af,p)}f such tha).1 =

tests. Consequently, denoting By and D¢ respectively the agl) > aE,Q) S a(()P) = 10-7, for example.
D values for the two variants, this leads to Pre-processing:
2 . .
1L iR -1 Step 1.p = 1. Use 1000 conventional MC trials to
L sTRTx(1
b= (L it ‘A ( )|) obtain @5, n$") pair. R

st(R™1)%s Step 2. Findo" = argmginfg(ﬁ) and calculate

and LN T'® (%) using (23).
(Hz:1 |sTR™'x(1)] ) Adaptive 1S:
DG = =

sf(R—1)2s Step3p=p+1
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Step 4. Letn = 1. Set0®) = g~V 5@ — pP=D  yepeatedly used in the adaptations. With the complexity of

and K = 100/(aP'T@e-D (6%~ )). frequent regeneration thus removed, these adaptations (such
Step 5. Generat& secondary vectors and computes minimization ofI,(6) in (18)) can be extremely fast,

B and D using (8) and (13). often requiring only a few iterations. It is assumed that a
Step 6 Implement (12), (18) using biased secondargufficiently large pool of unbiased variables is pre-generated
vectors with paramet&h}{). to accommodatdy trials.

Step 7 Compute&ffj}r1 and n,fszrl using (17) and  There are two related issues that are briefly discussed here
(19); if both algorithms have converged, P = in qualitativg terms. In IS simulations carried out here_ (and
37(5)“’ T)(()p) _ Wr(wﬁp f(p)(e(()p)) — f(p)(@(ﬁrl) using elsewhere), it is tacitly assumed thgt the numper of trl_éls

(23), and go to step 3 or stop jf = P; otherwise also large enough to accurately estimat@). This quantity is

go to step 5 withm = m + 1. admittedly not a rare-event probability and its estimdigt),

given in (18), is clearly unbiased. Nevertheless, its accuracy
should be studied in terms of its error variance, irrespective
of whether we employ the above described reuse strategy or
not. In this regard it must be pointed out that the biasing

B. Complexity reduction for IS adaptations densities used for IS simulations are being chosen to minimize

The methodology is simple enough but certain observatiohs.?) (O its estimatel, (), and not to estimate it accurately.
can be made which lead to an artifice that further reduclfeed, attempting to estimaig(0) accurately would lead us
computational effort to a considerable extent. In rare-evel@ consider further biasing of the original biasing distribution.
simulation of highly reliable systems that involve comple®S Probably known to IS researchers, the more poweriul a
signal processing operations, two factors contribute to simuf§asing distribution is (in the sense of being “close” to the
tion time. The first is the rare event itself that is under study"realizable optimal biasing density that estimates the rare-
this is handled by suitable IS biasing techniques. The secdiffnt Probability exactly), the more “constant” will be the
factor is the computational intensity of the signal processifgd- random variables; defined after (24). Interestingly this
of the system. In STAP detectors the chief processing burd&iPlies that even for smalk, the estimated variancaar a,
is from inversion of large matrices. Several millions of Mc¢an become small for such biasing distributions. The latter
trials with as many matrix inversions are needed to estimAi@servations accentuate the need to search for good simulation
low FAPs. Using an IS scheme the number of trials cdfistributions. Unfortunately, it is beyond the remit of this paper
be reduced appreciably, for a single rare-event probabilf nvestigate the variance and rate of convergendg @) and
estimation. However, there remains the important matter B¢ deépendencies of these on biasing distributions and number
executing the IS adaptations of (17) and (19), using @ trials K. Some remarks 0r_1_th|s issue can be found in [16].
small number of IS trials for each iteration. These can B€ have confirmed the legitimacy of the reuse strategy in

computationally burdensome if the recursions are to be carrigg'€ral cases in two ways. Using an overkill, that is, employing

out for severah,, values. This is where the artifice comes in@ '2rge number of IS trials for varyirgj it has been ascertained

It turns out, in contrast to conventional MC simulation, thdf'@t the correct value of the optimum bias does not differ
adaptations can be performed tgpsingthe unbiased random notlceak_JIy from_th_e@o_determlr_led as above. Secondly, _truly
quantities generated for any one set of trials. Consequently if@domized optimization algorithms have been used, with the

not necessary to run truly randomized adaptive IS algorithnf&Me conclusion. _ _
The result will be a large savings in computational effort. The second issue concerns the ease with which the form of

This idea is illustrated by rewriting the FAP estimator of'€ éstimator in (25) is obtained. The reason lies in the biasing
(12) in the form techmqug useq. Bla_smg in IS can be clasged, for. the purpose
of this discussion, into two types. One kind derives biased
guantities by direct parameterized transformations of unbiased
variables, such as the scaling employed here. The second is
just the complementary class, where such transformations do
obtained by substituting (14) into (12), replaciig and B not exist. Examples of the latter can include new distributions
respectively by theirunbiasedversions denoted a®, and for conducting simulations and some instances of distributions
B,, and observing that whereas the estimator in (12) usegsed on large deviations theory arguments. Within the first
samples drawn from biased distributiorfis, the mathemati- class, only the subset of transformations thatrasmy-to-one
cally equivalent estimator of (25) operates with only unbiasegill allow placing the IS estimator in a form such as that of
quantities, obtained vig. Biasing is handled by the (explicit) (25).
presence of). The number of trials remains unchanged, at
K. The estimators required in (17) and (19) can be rewritten
in a similar manner. It is a straightforward exercise and is
omitted. Assuming then that the value &f is large enough  Implementation results of the fast simulation procedures
for estimation of the targety, (and this is guaranteed byusing the g-method are described here. A typical example
the methodology described above), it follows that the sef evolution of the threshold-finding algorithm is shown in
of K instances ofD, and B, employed in (25) can be Fig. 2 for the square-law AMF detector with= 704 training

At the end of simulations we have th& quadruplets
{agp)7 ngp)7 9(()17)7 f(p) (egp))}f

K :
1 (@)
a, = = Z {e—neDU gLN—(O-DBy | ¢ (25)
i=1

V. SIMULATION RESULTS
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vectors and space-time produdt = 352. Clearly, about20 A. Comments
recursions of (19) appear sufficient for convergence. Note alSODespite the accuracy of our results, biasing by scaling has

from this figure that the “converged” value of the thresholfly yone as well for the variants as for the AMF detector.
for an a, acts as the initial value for the next lowe,, as £ rthermore, even for the latter, IS performance should be im-
described in Section IV-A. Although not shown here, similag, o\ eq 1y a better choice of biasing scheme in order to achieve
estimation results have been obtained for the E-AMF atly o4 of having the required number of trials to be constant,
GM-STAP detectors. The results for the AMF detector almoa at least increasing very slowly, with decrease of FAP.

“comud_e” with numerlpal c_omputatlons of (2). As analyt_|cal-|-his is certainly a matter for further investigation that may
expressions or approximations for the FAPs are not availablg, ividends while examining other detector configurations.
such a comparison is not possible for the variants. Thresh@flying was used in this work in the interest of expediency.
multiplier values for thes detectors are summarized in Fig. 3506 details regarding the behaviour of the scaling parameter
for L = 128 and N = 64. For the E-AMF and GM-STAP ) 5.0 ayailable in [15]. Briefly, it is close to unity and has a
detectors the interpolations small spread over the range of FAPs considered. This is due
to the shape of the density functions Bfand D.

0, = 0.00957% — 0.1713 22 + 1.8869 2 + 1.6873

_ 3 2
Ne = 0.0111z 0.1985 x* 4+ 2.2351 « + 1.9899 VI. CONCLUSION

for L = 128 and N = 64, and A humble inroad into the use of adaptive IS algorithms
to characterize a STAP detector has been made. The AMF
n. = 0.012° — 0.186522 + 1.8822 2 + 1.7255 detector was used for validation and results have been good.

The chief reasons for this are that we were able to invoke the
g-method and inverse IS, use a biasing strategy that could
) , be easily optimized adaptively, and find a way around the
for L =704 and N = 352, obtained from inverse IS results e it task of inverting large matrices several times during
wherez = —log,, o, can be use7d for estimating multipliersgj,jations. As a small demonstration of the potential of IS,
for FAPs in the rangg0™" t0 1077, o two AMF detector variants that are known to be relatively
Performance graphs of the IS algorithms are in Figuresghqurate to mathematical analysis have been suggested and
and 5, which show the estimated IS gdinobtained over cparacterized. Sufficient numerical results have been provided
MC simulation and the number of trials required respectiveljere in order to motivate interested researchers to confirm
The number of IS trials, although appreciably reduced iy findings and possibly carry out their own investigations
comparison with MC, increases rapidly with decrease in fal§go the subject. There are some technical issues regarding IS
alarm probability. From these two figures it can be observediimators that remain to be settled; however, the development
that, for a FAP of10~°, the square-law AMF withl, = 128 of petter biasing methods is an important matter. In any case,
andN = 64 requires1500 IS trials whereas only00 trials are - oyr hope is that application of these fast simulation techniques
needed forl, = 704 and N = 352. This can be attributed t0 5 more advanced STAP configurations will also meet with
the fact thatD and B, the only random quantities that appeagyccess. But this remains to be seen as we are certainly not in
in (12), have more concentrated density functions in the latiggsition to predict what subtleties (and difficulties) these other

case, thus causing the IS biasing to be more effective duriggiection algorithms can throw up. It is clear that IS is still

simulation. in its infancy, especially insofar as its use for characterizing
Detection probabilities for all three detectors have begfodern detection algorithms is concerned.

estimated and compared at a FAP16f 6. For homogeneous
clutter backgrounds and non-fluctuating (Swerling 0) and
fluctuating (Swerling 1) targets, the results are in Fig. 6. The
SNR loss of the two variants compared to the AMF detector
is very slight, the maximum being.3 db for a Swerling 0  An invariance property is established that can be used to
target. Performance degradations for training data contarahow that certain STAP detection algorithms have FAPs that
nated by nonhomogeneities consisting of interfering targete not depend on the data covarianBe The proposition
that are assumed to have the same Doppler-angle propergiwen here follows quite simply from arguments contained
and characteristics as the primary target are shown in Figiri7the exposition of the generalized likelihood ratio STAP
for two Swerling 0 and Swerling 1 targets. Each interferer @etector test (Kelly’s GLRT) given in [1]. They are outlined
assumed to have the same steering vector and power ashtke for convenience of the reaélehssume, as before, that the
primary target. Similar results (not shown here) have be@nimary and training data vectors have the same covariance.
obtained for different numbers of interferers. It is eviderffonsider the variables

that the GM-STAP detector is most robust in the presence of
interferers, enjoying (in some cases) several decibels of power

advantage over the square-law AMF detector. Consequentl
9 q q )é'lt would be helpful for the reader to refer to [1] (see also [2]). We have used

its FAP performance n thgse situations (though not evaluatgegeral results from this now classic paper and have attempted to maintain
here) should also be relatively robust. the same notation.

g = 0.01182° — 0.2198 2% + 2.2292 x + 2.0408

APPENDIX |
CFAR PROPERTY

G=sR'x and G(I)=s'R'x(l) (26)
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for | = 1,...,L. Using the transformationsa = R~'/2s, and
y = R™1/2x, andy(l) = R~/?x(l), leads to

L -1
G= qu{_ly and G(I) = uTﬁ_ly(l) 27) EB{|Y(Z)|2} =1-z (Z)T <; Zp (i)zB(i)T> z (1)

where R = R™!/2RR~'/2. The whitened vector& and for | = 1,..., L, with E,, denoting conditional expectation.
Y (/) are both distributed’AVV'x(0,I). It turns out thatR  Further, the conditional covariance of the variablég) is
has the complex Wishart distributioBWW (L, N; %I), [13]. given by

Further, a unitary transformatiotJ can be found which ; )

rotates the new signal vectar into an elementary vector B

e asde = Ufy, S?Jch thate = [1,0,...,0]f andywhere EB{Y(k)Y(n)*}:_ZB(”)T<ZZB(Z)ZB(Z)T) 25 (k)

d?> = ufu = sTR~'s. The first column ofU is the new signal =t

vectoru/d. The remaining columns comprise an orthonorm&®r £ # n.

basis determined, for example, by a Gram-Schmidt procedureHence the set of conditionally jointly Gaussian zero mean
Let z = Ufy andz(l) = Ufy(l). Applying these to (27) random variable” and {Y(l)}lL have individual variances
yields the variables and covariances that are functions of the random veetgrs

and {zB(l)}L. The latter are all jointly independent, each
being distributed a<A'y_1(0,I). The probability of any

G= %efs—lz and G(l) = d e'S7tz(l)  (28)
event defined on the random variablésand {Y(l)}f in (33)

L

where § = LU'RU. While Z and Z(l) are distributed . : , :
as CA'n(0,T) and are independent has the distribution can thus be determined by performlng an averaging operation

) the distributions of. . and{z . ({)} and this probability
CW(L, N;I). The vectorsz and z(l) are decomposed asCOVer the B By )
I” and z(1) = [zA(l) 2, ()7 where the A will be independent of the data covarianBe This statement

Z = |2, Z
compLﬁLlentsB are scalar arféd components(N — 1)-vector. is_also true for the random variablés an_d {G(Z)}f in (32)
CorrespondinglyS is decomposed as with the caveat that any constant scaling of thgse variables
should leave the event unchanged. The preceding arguments
Saa Sap therefore constitute proof of the following
S=> z(l)z()f = s s (29) Proposition: Any STAP detection algorithm that uses only
=1 pa- mBb the random variables: and {G(l)}f defined in (26) for its
L L description such that the algorithm itself is unchanged by
zﬂéh:fgﬁ ;\Isolil 2,201, Spp = Xil1 25Dz, () arbitrary but equal scaling of all these variables, has a FAP
' which is independent of the target-free data covaridRce
efs™1 = [pAA pAB] (30) It follows immediately from this that both the E-AMF and
GM-STAP detectors have FAPs that are independent of the
where covariance matriR.
—1
— —1
Paa = (SAA _SABSBBSBA) APPENDIXII
P,g = —PAASABSEB (31) ADAPTIVE ALGORITHMS FOR2-D BIASING

which follow from the Frobenius relations for inversion of From the first line of (10), thé-function is estimated as
block matrices, [1]. Substituting (30) and (31) in (28) gives

K
~ 1 .
d d Iv)= =Y MAWAXXpv)D5 ~f (34
G=—P,u and GO)=—+P,,u) (32 K ; i
where and its minimization can be carried out using the 2-
dimensional adaptive algorithm
— —1 ~ ~
y=2,— ZZ;ZA(Z)ZB(Z)T SppZn Vil = Vm — 03, 'VI(vy), m=12,... (35)
L (33) Here, is a step-size parameter used to control convergence,
) = I — . N g1 I andm is the index of iteration. This is a stochastic Newton
y() =2, ;z“‘ (0250 BBZB( ) recursion. It achieves minimization of by estimating a
» ] solution of
Conditioned on the vectors, andz (1), it follows that the Vi) =1, )" =0

random variabled” and Y (1) in (33) are (in the absence of
target) zero mean Gaussian. With a little more algebra it camere I, £ 01(v)/0a and Iy £ 9I(v)/06. The estimate of
be shown, as in [1], that they are uncorrelated with variancgg Jacobiad (which is the Hessian matrix df) is given by

L -1 ~ ~
n T Iaa Ia
E (Y]’ = 1—|—z}3<§:ZB(Z)zB(l)T) z, J:<fa9 Ei)

=1



IEEE TRANSACTIONS ON AES, TO APPEAR IN JANUARY 2007

where I, = 0I,/0y. Starting with the second line of (10),
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the notational equations

I, = E{1(A)owW/ox}
= E{1(AHWW,}
and similarly
Lo = EALAWW.,}
Ly = EfL(AWW,,} [1]

with the corresponding weighting function derivatives easily?!

calculated, using (7), a8/, = OW/dz, W, = 0°W/dzdy,

and so on. Thesé-functions can be estimated as in (34). [3]
APPENDIX I

GAIN OF THE g-METHOD ESTIMATOR

The proof given here is in the context of STAP detectors
and is a generalization of the one in [10] for conventionajs)
CFAR detection algorithms. A more complete generalization
for estimators in an arbitrary rare-event setting is available "ﬂs]
[11].

When no IS is used (W= 1), thenl, = E{¢*(X.)} <
E{9(Xr)} = «a. To show thatl, < I = I(v) (the biasing
vector is omitted for convenience) with IS, some additionalg;
notation is useful. Let/ = |[sTR~'X|? and letV denote the
right hand side of any of the three STAP detectors, excluding
the multiplier. We bear in mind thdf is a function ofX and g
X, andV a function ofX . Then, in the absence of target,

a = P(U >nV) and (10) can be written as

I=FE{1(U=>nV)W(X,X.)}

with W defined in the first line of (7). For the-method
estimator, we can write

(4]

(7]

(10]

(11]

[12]
g(xr) = PU>nV|Xp=xyg)
= BE{I(U=2nV)|XL=xr} 13
= /l(uz nv)f(x|xg)dx
[14]
= /1(u > no) We(x,xp) fo(x|xr) dx [15]
whereW.(x,xr) = f(x|xr)/f«(x|xL). Then [16]

< /1(u > nv) W2(x,x1) fi(x|x1) dx

/1(u > no) We(x,x1) f(x|xr) dx

by Jensen’s inequality. Thereforfg, defined in (16), is given
by

1= [ *x0) Wiee) fox) dx
[ [ 1wz o Wetoxe) W) pixixe)

- f(xp) dxdxp,
- / / Lu > no) W(x,x1) f(x,%) dx dx;

=1

b=
<
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Fig. 1. Example objective function (for the E-AMF detector).
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Fig. 2. Threshold optimization for AMF detectof. (= 704, N = 352) using inverse IS.

11



IEEE TRANSACTIONS ON AES, TO APPEAR IN JANUARY 2007

Fig. 3.

Fig. 4.
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Fig. 7.
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